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Ασφάλεια / ELVOX TVCC / HD-SDI / Κάμερες

Κάμ.Bullet IR HD-SDI fullHD φακ.2.8-10mm

Bullet HD-SDI camera, full HD 1080p resolution, Panasonic 1/3” CMOS

sensor, mechanical IR filter,varifocal 2,8-10 mm lens, 0 lux sensibility with IR

LED ON, defog warmer, IP67 protection degree, IR light with 25 m range.

OSD menu: AWB, ATW, DNR, BLC, HLC, WDR, Shading, SensUp 30x, Privacy,

Motion Frame, Smart D-Zoom, Smart IR, 2D/3D-NR, power supply 12 Vdc 800

mA. BNC CVBS and HD-SDI connectors. Dimensions 100x100x210 mm.

Weight 1400 g

Κατάσταση Προϊόντος

9 - Καταργηθέν

Βίντεο

Οδηγός τεχνολογιών βιντεοπαρακολούθησης

Λογισμικό CVM

TVCC σειράς HD-SDI

Legal
Η Vimar διατηρεί το δικαίωμα τροποποίησης ανά πάσα στιγμή και χωρίς προειδοποίηση των χαρακτηριστικών των προϊόντων που

αναφέρονται.Η εγκατάσταση πρέπει να πραγματοποιείται από εξειδικευμένο προσωπικό σύμφωνα με τους κανονισμούς που διέπουν την

εγκατάσταση του ηλεκτρολογικού εξοπλισμού και ισχύουν στη χώρα όπου εγκαθίστανται τα προϊόντα.Για τις συνθήκες χρήσης των

πληροφοριών που παρέχονται στο δελτίο προϊόντος, βλ. Όροι χρήσης.
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