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PLANA: Aviyveutng tapouctiag IR Aguko

14485
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Texvika sedopeva

Class group: Installation bus systems
Class: Movement sensor for bus system
Bus system KNX: No

Bus system KNX-RF (Radio Frequent): No
Bus system radio frequent: No

Bus system LON: No

Bus system Powernet: No

Other bus systems: Other

Radio frequent bidirectional: No

Model: Movement sensor

Mounting method: Flush-mounted
Material: Plastic

Material quality: Thermoplastic

. Surface protection: Untreated
Surface finishing: Glossy

. Colour: White

. RAL-number (similar): 95003

. Transparent: No

. With bus connection: Yes

. Substation input: No

Eutmoplka cnpata
. 00. ZApavon CE - EE
. 01.1MQ - ItaAia (download)
. 37.ZApavon - Mapoko

> UOKEVAOLEC

8 8B73352 2413473

Kwdkog 8007352241343
MNoocotnta 1 NR

Awaot. 11,2x9,6x9,8 [cm]
Bapog 119,69 [g]

Legal

Creep-under protection: No
Operation mode switch: No
Animal zone: No

Staircase light controller: No

Switch-off delay self-learning: No
DALI-2 certified: No

Optimum mounting height: 1,20 m
Max. reach sideways: 0,00 m

Max. reach frontally: 10 m
Diameter reach on floor: 0 m
Detection angle vertical: 0 - 36

Number of channels: 1
Switching power: 0 W
Min. switch-on time: 10 s
Max. duty cycle: 250 min

o 43. UKCA - MeydAn Bpetavia
. 96. HAektpLkeg epmelpoyvwpova (download)
. 99. 0ényila AHHE (download)

Response value luminosity adjustable: Yes
Teach-function for response value luminosity: No

Detection angle horizontal: 0,00 - 112,00

Min. depth of built-in installation box: 30 mm

H Vimar Siatnpel to Sikalwpa Tpotmomnolnong ava aoa oTLydr] Kat XwpLig TTpoglsomoinon Twv XapakTnpLOTIKWY TwV TIPOLOVTWY TIoU
avagépovtal.H eykatdotaon TIPETEL VA TIPAYUATOTIOLELTAL ATIO £EELELKEVPEVO TIPOCWTILKO CUHPWVA PE TOUG KAVOVLOHOUG TIOU SLETTOUV TNV
€YKATAOTAON TOU NAEKTPOAOYLKOU €EOTIALOHOU Kal LoXUOUV 0Tn XWwpa OTtou eykadilotavtal ta poidva.la TG cUVOnKeG Xpriong Twv
TIANPOYOPLWV TIOU Ttapéxovtal oto SeAtio Tpoiovtog, BA. Opol xpriong.
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