w4 VIMAR

energia positiva

EIKON: Dimmer 230V 500VA MASTER 2M Next

20142.N

OlKLaKEG oeLpeg / Mapadoaotakeg olklakeg oslpeg / EIKON / Mnyaviopot

Dimmer 230V 500VA MASTER 2M Next

PuBptotnig 230 V~ 50/60 Hz yLa olénpopayvntikoug HETAOYNHATLOTEG PE
Suvatotnta dimmer 40-500 VA, pe oudetepn ema@r) KAEPAG, EAEYXO Kal
pUBULON Ao EVOWPATWHEVO KOUMTIL 1} aTto TTOANG onpela pe kouptida NO,
Aettoupyla MASTER yia 20143 kat 14143, texvoloyla MOSFET, Suvatotnta
EVTOTILOPOU 0TO 0KOTASL, aopaAeLa Tipootactag, Next - 2 povadwv

Kataotaon Mpoidvtog

s ) ’ H ' = Il = =
2 - Mpoiodv utod katdpynon

EAdxLoTn TTOGOTNTA TIapayyeAiag
5NR

®UAAq, Eyxelpidia, Tekpnpiwon
o I - Foglio istruzioni ZIS_49400275A0 (1947 kb)

TxedLa

== F2.5H250V

I

mmmmmm 1 T®40-500vA a1
: S
uuuuuu 230V~ 50/60Hz £ C_1

AtaotdoeLg Miow MAeupa 3d oxedlo


https://www.vimar.com/el/gr/catalog/product/index/code/20142.N
/irj/go/km/docs/z_catalogo/DOCUMENT/ZIS_49400275A0_FI.31125.pdf
/irj/go/km/docs/z_catalogo/2DIMAGESIZE_PNG8/DI_20142.73051.png
/irj/go/km/docs/z_catalogo/2DIMAGEREAR_PNG8/VP_20142.69794.png
/irj/go/km/docs/z_catalogo/3DIMAGE_PNG8/EA_20142.66555.png

Texvika sedopeva

. Class group: Domestic switching devices

. Class: Dimmer

. Method of operation: Push button

. Type of load: Capacitive load
. Applicable with button: Yes

. Applicable with movement sensor: No

. Applicable with presence indicator: No

. Applicable with time switch/timer: No

. Applicable with transmission button: No

. Applicable with infrared button: No

. Mounting method: Flush-mounted

. Type of fastening: Snapper mounting

. Material: Plastic
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Material quality: Thermoplastic
Surface protection: Lacquered
Surface finishing: Matt

Colour: Silver

RAL-number (similar): 9022
Transparent: No

Suitable for degree of protection (IP): IP40
Nominal voltage: 230,00 - 230,01 V
Frequency: 50,00 - 60,00 HZ
Control voltage: 230,00 - 230,01 V
Device width: 44,80 mm

Device height: 49,00 mm

Device depth: 42,00 mm
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