
AHD: 4-channel AHD DVR 1080p

46540.F04

Safety / ELVOX CCTV / AHD / DVR

4-channel AHD DVR 1080p

DVR with 4+1 channels AHD/IP/CVBS compatible with 1 additional IP video

camera, professional HDD 1TB, Pentaplex, H.264, CsC function, supports

AHD up to 1080P (Full-HD @ 25fps) and IP up to 2 Mpx (Full-HD @ 25 fps), 4

in/1 out audio outputs, 4 in/1 out alarm management outputs, RS485 port, 2

USB, BNC outputs (CVBS only), VGA and HDMI up to Full HD, Ethernet RJ45,

privacy masking, motion, web interface, CVM, remote control and QRCODE.

12 Vdc power supply unit included. Dimensions 300x248x52 mm.

Product Status

9 - Discontinued

Sheets, Manuals, Documentation

Integrazione Elvox TVCC nei touch screen (779 kb)

Elvox CCTV integration in touch screens (740 kb)

Multilanguage instructions sheet (480 kb)

Installer manual (9774 kb)

Installer manual (16849 kb)

Quick Guide (1537 kb)

Interfaccia grafica videoregistratori (24638 kb)

Videorecorder graphical user interface (24597 kb)

https://www.vimar.com/en/int/catalog/product/index/code/46540.F04
/irj/go/km/docs/z_catalogo/DOCUMENT/IntegrazioneElvoxTVCCneitouchscreen.88142.pdf
/irj/go/km/docs/z_catalogo/DOCUMENT/ElvoxCCTVintegrationintouchscreens.88145.pdf
/irj/go/km/docs/z_catalogo/DOCUMENT/ZIS_49401196A0_FI.76719.pdf
/irj/go/km/docs/z_catalogo/DOCUMENT/ZIS_S6I.56224.46840.D04_MI.pdf
/irj/go/km/docs/z_catalogo/DOCUMENT/ZIS_49401081A0_MI.63946.pdf
/irj/go/km/docs/z_catalogo/DOCUMENT/ZIS_49401080A0_MI.74394.pdf
/irj/go/km/docs/z_catalogo/DOCUMENT/49401261A0_IT_04_Interfacciagraficavideoregistratori.98036.pdf
/irj/go/km/docs/z_catalogo/DOCUMENT/49401261A0_EN_04_Interfacciagraficavideoregistratori.98037.pdf


Product Software
Firmware DVR_46540.F04_UPG-1.1.0.0R3_20180108.zip

Firmware DVR_46540.F04_UPG-1.2.6.0R0_20180801.zip

SW_CVM_TVCC_IT_REL-01.00_20160511.zip

SW_DiskCalculator_TVCC_EN_REL-01.00_20170419.zip

SW_IPTOOL_TVCC_EN_REL-01.00_20170419.zip

Legal
Vimar reserves the right to change at any time and without notice the characteristics of the products reported.Installation should be carried out

by qualified staff in compliance with the current regulations regarding the installation of electrical equipment in the country where the products

are installed.For the terms of use of the information on the product info sheet see Conditions of Use.
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/irj/go/km/docs/z_catalogo/SOFTWARE/FirmwareDVR_46540.79255.F04_UPG-1.1.0.0R3_20180108.zip
/irj/go/km/docs/z_catalogo/SOFTWARE/FirmwareDVR_46540.81744.F04_UPG-1.2.6.0R0_20180801.zip
/irj/go/km/docs/z_catalogo/SOFTWARE/SW_CVM_TVCC_IT_REL-01.76414.00_20160511.zip
/irj/go/km/docs/z_catalogo/SOFTWARE/SW_DiskCalculator_TVCC_EN_REL-01.76413.00_20170419.zip
/irj/go/km/docs/z_catalogo/SOFTWARE/SW_IPTOOL_TVCC_EN_REL-01.76415.00_20170419.zip
/en/int/conditions-of-use-11629122.html

