
Analogue: IR bullet cam 700TVL, 2.8-12mm lens, OSD

46617.212

Safety / ELVOX CCTV / Analogue / Cameras

IR bullet cam 700TVL, 2.8-12mm lens, OSD

Day & Night Bullet camera, 700TVL resolution, 1/3 in 960H CCD sensor,

mechanical IR filter, varifocal 2.8-12mm lens, sensitivity 0.00001lux(SensUp

256x), anti-fog glass, degree of protection IP66, IR illuminator with range up

to 30m. OSD menu for configuration of functions: Smart Zoom & Focus, 3D-

DNR, D-WDR, AGC, BLC, HLBLC,SensUp, Privacy. Power supply 12Vdc,

700mA. Bracket with protected cable ducting, sunshield. Dimensions

100x100x210 mm

Product Status

9 - Discontinued

Sheets, Manuals, Documentation

MI - Manuale installatore ZIS_S6I.TVC.00 (935 kb)

MI - Manuale installatore ZIS_S6I.466172 (7228 kb)

Legal
Vimar reserves the right to change at any time and without notice the characteristics of the products reported.Installation should be carried out

by qualified staff in compliance with the current regulations regarding the installation of electrical equipment in the country where the products

are installed.For the terms of use of the information on the product info sheet see Conditions of Use.
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