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Surface mounting components: Fan for wall and floor mount cabinet

03256
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components / Carpentry

Fan for wall and floor mount cabinet

230 V~ 50-60 Hz fan, 180 m3/h flow, for wall and floor mount cabinets,
provided with protection grid and supply cable with 2P+E 16 A 250 V~
German/French standard plug

Product Status
3 - Active

Minimum order quantity
1 NR

Technical data

. Class group: Cabinet enclosures . Roof ventilator: Yes

. Class: Ventilator (enclosure/cabinet) . With filter: No

R Number of fans: 1 . Volume flow, freeblowing: 175

. Operating voltage AC 50 Hz: 220 - 240V . Rated power: 16 W

. Operating voltage AC 60 Hz: 220 - 240 V . Degree of protection (IP): IP20

. Voltage type: AC . Mounting method: Screw mounting
. Suitable for wall built-in: No . Colour: Other

. Built as slide-in ventilator: No . RAL-number: 0

. Air circulator: Yes

Certifications

. 00. CE Marking - EU . 96. Electrotechnical expert (download)
. 37. Marking - Morocco o 29. WEEE Directive (download)
o« 43. UKCA mark - Great Britain


https://www.vimar.com/en/int/catalog/product/index/code/03256
/irj/go/km/docs/z_catalogo/CERTIFICATE/Espertoelettrotecnico.78035.pdf
/irj/go/km/docs/z_catalogo/CERTIFICATE/WEEE6lang.77938.instructions.pdf

Packaging

& 8B7352 1168148

Code 8007352116818
Quantity 1NR
Dim. 19x14.3x9.5 [cm]

Weight 881.73 [g]

Legal

Vimar reserves the right to change at any time and without notice the characteristics of the products reported.Installation should be carried out
by qualified staff in compliance with the current regulations regarding the installation of electrical equipment in the country where the products
are installed.For the terms of use of the information on the product info sheet see Conditions of Use.

Page 2 Vimar SpA - Viale Vicenza, 14 - 36063 Marostica VI - Italy - www.vimar.com 20/03/2024


/en/int/conditions-of-use-11629122.html

