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PLANA: 120V 50-60Hz bell Silver

14372.SL
Wiring devices / Traditional wiring devices / PLANA / Devices

120V 50-60Hz bell Silver
Bell, 120 V~ 50-60 Hz, Silver

Product Status
2 - Will be discontinued

Minimum order quantity
10 NR

Technical data

. Class group: Optical and acoustic signalling equipment
., Class: Bell

. Housing colour: Grey

. Housing material: Plastic

, Loudness: 70 dB

. Nominal voltage: 120,00 - 120,01 V

Certifications
. 00. CE Marking - EU
. 01.1MQ - Italy (download)
. 10. EAC Eurasian Customs Union
o 19.NOM - Mexico

. Degree of protection (IP): IP40

. Type of current: AC

. Built-in battery: No

. Mounting method: Flush-mounted

. Width in number of modular spacings: 1
. Wireless: No

. 37. Marking - Morocco
o 43. UKCA mark - Great Britain
. 99. WEEE Directive (download)


https://www.vimar.com/en/int/catalog/product/index/code/14372.SL
/irj/go/km/docs/z_catalogo/CERTIFICATE/IMQ_CA02.105730.04983_2023-09-01.pdf
/irj/go/km/docs/z_catalogo/CERTIFICATE/WEEE6lang.77938.instructions.pdf

Packaging

8 BB 7392 311374 8 BB 7352 311381
Code 8007352311374 Code 8007352311381
Quantity 1NR Quantity 10 NR

Dim. 5.1x2.8x5.3 [cm] Dim. 14.4x11.6x6 [cm]
Weight 56.9 [g] Weight 616 [g]

Legal

Vimar reserves the right to change at any time and without notice the characteristics of the products reported.Installation should be carried out
by qualified staff in compliance with the current regulations regarding the installation of electrical equipment in the country where the products
are installed.For the terms of use of the information on the product info sheet see Conditions of Use.
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