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Protected&watertight series: IP40 enclosure 8M 4x2 horizontal

14837
System infrastructure / Enclosures and control units / Protected&watertight
series / Isoset - watertight&protected

IP40 enclosure 8M 4x2 horizontal .
8 (4+4)-module surface enclosure for Eikon and Plana series, for horizontal .
installation, IP40

Product Status " - =
3 - Active

Minimum order quantity
15 NR
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Technical data

. Class group: Connection material (electrotechnical) . Mounting surfaces: Other
. Class: Equipment carrier for insulated walls . With full insulating materials: Yes
. Material: Plastic

Certifications

. 00. CE Marking - EU o+ 43. UKCA mark - Great Britain
. 01.1MQ - Italy (download) . 96. Electrotechnical expert (download)


https://www.vimar.com/en/int/catalog/product/index/code/14837
/irj/go/km/docs/z_catalogo/2DIMAGESIZE_PNG8/DI_14837.96294.PNG
/irj/go/km/docs/z_catalogo/2DIMAGEREAR_PNG8/VP_14837.96258.PNG
/irj/go/km/docs/z_catalogo/3DIMAGE_PNG8/EA_14837.96218.PNG
/irj/go/km/docs/z_catalogo/CERTIFICATE/IMQ_CA02.108095.05757_2024_02_28.pdf
/irj/go/km/docs/z_catalogo/CERTIFICATE/Espertoelettrotecnico.78035.pdf

Packaging

8 BB73IS2 121751 BB73S2 121768
Code 8007352121751 Code 8007352121768
Quantity 1NR Quantity 15NR

Dim. 23.8x8.3x5.5 [cm] Dim. 37.5x30x21 [cm]
Weight 149.07 [g] Weight 2,665.2 [g]
Legal

Vimar reserves the right to change at any time and without notice the characteristics of the products reported.Installation should be carried out
by qualified staff in compliance with the current regulations regarding the installation of electrical equipment in the country where the products
are installed.For the terms of use of the information on the product info sheet see Conditions of Use.
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