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16A relay actuator+current sensor white
Actuator with relay output 16 A 230 V~ 50 Hz with incorporated
current sensor, white - 2 modules

Product Status
3 - Active

Minimum order quantity
1 NR

Sheets, Manuals, Documentation

e Light multilanguage instructions sheet (1035 kb)
e Full Multilanguage instructions sheet (994 kb)
e By-me automation-fw Compatibility (206 kb)
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https://www.vimar.com/en/int/catalog/product/index/code/20537.B
https://www.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/ZIS_49401704A0_FI.108179.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/ZIS_30474-xx537_FI.108205.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/By-meautomation.97160.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/2DIMAGESIZE/DI_20537.73373.png
https://www.vimar.com/irj/go/km/docs/z_catalogo/2DIMAGEREAR/VP_20537.70132.png
https://www.vimar.com/irj/go/km/docs/z_catalogo/3DIMAGE/EA_20537.66884.png

Certifications

e 00. CE Marking - EU
e 37. Marking - Morocco

e 46. UK PSTI compliance (download)

Technical data

Class group: Installation bus systems
Class: Switch actuator for bus system
Bus system KNX: No

Bus system KNX-RF (Radio Frequency): No
Bus system radio frequency: No
Bus system LON: No

Bus system Powernet: No

Other bus systems: None

Radio frequency bidirectional: No
Mounting method: Flush-mounted

Width in number of modular spacings: 2

Packaging

G BBTFIG2 4937395

8007352493735
Qta 1 NR
Dim 11.2x9.6x9.8

[cm]

Weight 121.8[qg]

Legal

e 96. Electrotechnical expert (download)
e 99, WEEE Directive (download)

Local operation/hand operation: No

With LED indication: Yes

Suitable for C-load: Yes

Max. number of switching contacts: 1
Rated current: 16 A

Rated operating voltage: 230,00 - 230,01 V
Different phases connectable: No

With bus connection: Yes

Modular expandability: No

Degree of protection (IP): IP40

Vimar reserves the right to change at any time and without notice the characteristics of the products

reported.Installation should be carried out by qualified staff in compliance with the current regulations regarding the

installation of electrical equipment in the country where the products are installed.For the terms of use of the

information on the product info sheet see Conditions of Use.
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https://www.vimar.com/irj/go/km/docs/z_catalogo/CERTIFICATE/ZAT01742.108576.00.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/CERTIFICATE/Espertoelettrotecnico.78035.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/CERTIFICATE/IndicazioniRAEE2024.109839.pdf
/en/int/conditions-of-use-11629122.html

