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Shared A/V components: Pixel name-plate front panel

41115
ELVOX Door entry system / Video entry outdoor stations / Shared A/V 11
components / Front covers

Pixel name-plate front panel
Name panel front cover for electronic unit 41015

Product Status
3 - Active

in -
Minimum order quantity I:&
TNR

Sheets, Manuals, Documentation

. Multilanguage instructions sheet (5969 kb)
. Label printer module for entrance panels (2191 kb)

Video

Pixel video door entry panel
Retrofit with existing back boxes
After Installation

Interacting with the TAB Free
Installation and configuration

Drawings

9

Space view Backside view 3D View

Technical data
. Class group: Communication technique . Colour: White
. Class: Mounting element for indoor station door communication . Height: 114,50 mm
. Material: Plastic R Depth: 13,70 mm


https://www.vimar.com/en/int/catalog/product/index/code/41115
/irj/go/km/docs/z_catalogo/DOCUMENT/49400680C0_01_Pixel_41131-2-3.99461.pdf
/irj/go/km/docs/z_catalogo/DOCUMENT/Modulo_stampa_etichette_R07.91583.pdf
/irj/go/km/docs/z_catalogo/VIDEO/Vimar-videocitofonia-targhe-pixel-EN.51807.mp4
/irj/go/km/docs/z_catalogo/VIDEO/4-Vimar-tutorial-targa-videocitofonica-Pixel-retrofit-scatole-incasso-esistenti-EN.51824.mp4
/irj/go/km/docs/z_catalogo/VIDEO/2-Vimar-tutorial-targa-videocitofonica-Pixel-operazioni-post-installazione-EN.51829.mp4
/irj/go/km/docs/z_catalogo/VIDEO/3-Vimar-tutorial-targa-videocitofonica-Pixel-interazione-con-Tab-Free-EN.51834.mp4
/irj/go/km/docs/z_catalogo/VIDEO/1-Vimar-tutorial-targa-videocitofonica-Pixel-installazione-configurazione-EN.51839.mp4
/irj/go/km/docs/z_catalogo/2DIMAGESIZE_PNG8/DI_41115.73751.png
/irj/go/km/docs/z_catalogo/2DIMAGEREAR_PNG8/VP_41115.70521.png
/irj/go/km/docs/z_catalogo/3DIMAGE_PNG8/EA_41115.67268.png

Certifications

. 00. CE Marking - EU o+ 43. UKCA mark - Great Britain
Packaging
8 813406 2?1524| 8 813406 ET‘.I.E.'.I:I.|
Code 8013406271624 Code 8013406271631
Quantity 1 NR Quantity 5NR
Dim. 12x9.1x1.9 [cm] Dim. 13.3x10.2x10 [cm]
Weight 55.1 [g] Weight 324.4[g]
Legal

Vimar reserves the right to change at any time and without notice the characteristics of the products reported.Installation should be carried out
by qualified staff in compliance with the current regulations regarding the installation of electrical equipment in the country where the products
are installed.For the terms of use of the information on the product info sheet see Conditions of Use.
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