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Audio: Plate Steely 2F+ audio 6-butt. steel

41506
ELVOX Door entry system / Video entry outdoor stations / Audio / Audio
cover plates

Plate Steely 2F+ audio 6-butt. steel
Plate Steely 2F+ audio 6-butt. steel

Product Status
3 - Active

Minimum order quantity
1 NR

You may also be interested in

41583 - Adaptor Flat plate
3M stainless steel

Sheets, Manuals, Documentation

. Multilanguage installer manual (4444 kb)
. Label printer module for entrance panels (881 kb)
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https://www.vimar.com/en/int/catalog/product/index/code/41506
/en/int/catalog/product/index/code/41583
/irj/go/km/docs/z_catalogo/DOCUMENT/49401409A0_R02_STEELY_P81.89942.pdf
/irj/go/km/docs/z_catalogo/DOCUMENT/Modulo_stampa_etichette_Steely_R00.100312.pdf
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Space view Backside view 3D View

Technical data

. Class group: Communication technique . Colour: Silver
. Class: Mounting element for indoor station door communication . Height: 414,00 mm
. Material: Stainless steel . Depth: 6,20 mm

Certifications
. 00. CE Marking - EU . 99. WEEE Directive (download)
o 43. UKCA mark - Great Britain

& 8134806 389822

Packaging

Code 8013406309822
Quantity 1NR
Dim. 12.4x45.4x6.6 [cm]

Weight  1,601.9 [g]

Legal

Vimar reserves the right to change at any time and without notice the characteristics of the products reported.Installation should be carried out
by qualified staff in compliance with the current regulations regarding the installation of electrical equipment in the country where the products
are installed.For the terms of use of the information on the product info sheet see Conditions of Use.
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/irj/go/km/docs/z_catalogo/2DIMAGESIZE_PNG8/DI_41506.85802.PNG
/irj/go/km/docs/z_catalogo/2DIMAGEREAR_PNG8/VP_41506.85716.PNG
/irj/go/km/docs/z_catalogo/3DIMAGE_PNG8/EA_41506.85630.PNG
/irj/go/km/docs/z_catalogo/CERTIFICATE/WEEE6lang.77938.instructions.pdf
/en/int/conditions-of-use-11629122.html

