## Video: Due Fili flush-mount monitor, white

6621
ELVOX Door entry system / 2F/2F+ video door entry system / Video / Video indoor stations

## Due Fili flush-mount monitor, white

Two-channel flush mounting monitor for Due Fili system with 3.5 in TFT LCD colour screen, vertical tilt movement, installation in box 6149, white.

Dimensions:141×139x10 mm + 45 mm (flush mounting)

## Product Status

2 - Will be discontinued


## Minimum order quantity

1 NR

## Sheets, Manuals, Documentation

- Multilanguage installer manual (10085 kb)
- Multilanguage User Manual (1067 kb)


## Technical data

- Class group: Communication technique
. Class: Intercom
- Model: Main station
- Type of communication: Full-duplex
- Type of system: Central
- Single call function: Yes
- Group call function: Yes
- General call function: No
- Installation technique: Bus system
. Mounting method: Flush-mounted


## Certifications

. 00. CE Marking - EU
. 37. Marking - Morocco

- 43. UKCA mark - Great Britain
- 99. WEEE Directive (download)


Vimar reserves the right to change at any time and without notice the characteristics of the products reported.Installation should be carried out by qualified staff in compliance with the current regulations regarding the installation of electrical equipment in the country where the products are installed.For the terms of use of the information on the product info sheet see Conditions of Use.

