
Video: Tab+13F2.1 videoentry kit one/two-Family

7549/M

ELVOX Door entry system / 2F/2F+ video door entry system / Video / Video

kits

Tab+13F2.1 videoentry kit one/two-Family

Due Fili Plus video door entry kit containing: 1 1300 series for entrance plate

13K1 for flush or surface mounting in anodized aluminium with 1 additional

button R131, 1 audio/video electronic unit 13F2.1, 1 Tab 4.3 surface

mounting video entryphone with 4.3 in colour LCD monitor 7549 white, 1

power supply unit 40110

Product Status

2 - Will be discontinued

Minimum order quantity

1 NR

Kit components

13K1 - 1-button a/v
aluminium cover plate

R131 - External button for
1300 series panel

13F2.1 - Due Fili Plus A/V
unit

7549 - 4.3in Tab monitor
w/handset white

40110 - Supply unit 2F+ 100-
240V 1 OUT 1,6A

https://www.vimar.com/en/int/catalog/product/index/code/7549%2FM
https://www.vimar.com/en/int/catalog/product/index/code/13K1
https://www.vimar.com/en/int/catalog/product/index/code/R131
https://www.vimar.com/en/int/catalog/product/index/code/13F2.1
https://www.vimar.com/en/int/catalog/product/index/code/7549
https://www.vimar.com/en/int/catalog/product/index/code/40110


Sheets, Manuals, Documentation

Additional news sheet (1773 kb)

Additional news sheet (231 kb)

Additional instruction sheet (241 kb)

Multilanguage installer manual (8271 kb)

Manual do utilizador (20524 kb)

Manuale utente (20372 kb)

Manuel de l’utilisateur (20518 kb)

Manual de usuario (20516 kb)

User Manual (20506 kb)

Εγχειρίδιο χρήστη (20563 kb)

Bedienungsanleitung (20528 kb)

(kb 20664) مدختسملا ليلد

Label printer module for entrance panels (2191 kb)

Video

Pixel video door entry panel

Retrofit with existing back boxes

After Installation

Interacting with the TAB Free

Installation and configuration

Technical data
Class group: Communication technique

Class: Door station set

With video: Yes

Number of indoor stations: 1

Number of outdoor stations: 1

Installation technique: 2-wire

Mounting method indoor station: Surface mounted

Colour indoor station: White

Mounting method outdoor station: Surface mounted

Material outdoor station: Aluminium

Colour outdoor station: Grey

Expandable to max. number of indoor stations: 2

Expandable to max. number of outdoor stations: 2

Picture system: PAL

Can be connected to smartphone: No

Internal communication: Yes

Hands free: No

With day/night function: No

Zoom, pan/tilt function: No

With memory function: No

Screen diagonal: 109,20 mm

Screen diagonal (inch): 43

Manual adjustable camera: No

Hearing aid compatible: Yes
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https://www.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/49401725A0_00_FIA_7549-7548_P459.95538.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/49401737A0_00_FIA_Visualizzazioneciclica.95540.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/49401801A0_00_FIA_40110_692S-69RS.99433.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/49401652A0_01_7549-M.97450.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/MU_7549_7548_PT_R00.95604.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/MU_7549_7548_IT_R00.95605.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/MU_7549_7548_FR_R00.95606.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/MU_7549_7548_ES_R00.95607.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/MU_7549_7548_EN_R00.95608.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/MU_7549_7548_EL_R00.95609.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/MU_7549_7548_DE_R00.95610.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/MU_7549_7548_AR_R00.95611.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/Modulo_stampa_etichette_R07.91583.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/VIDEO/Vimar-videocitofonia-targhe-pixel-EN.51807.mp4
https://www.vimar.com/irj/go/km/docs/z_catalogo/VIDEO/4-Vimar-tutorial-targa-videocitofonica-Pixel-retrofit-scatole-incasso-esistenti-EN.51824.mp4
https://www.vimar.com/irj/go/km/docs/z_catalogo/VIDEO/2-Vimar-tutorial-targa-videocitofonica-Pixel-operazioni-post-installazione-EN.51829.mp4
https://www.vimar.com/irj/go/km/docs/z_catalogo/VIDEO/3-Vimar-tutorial-targa-videocitofonica-Pixel-interazione-con-Tab-Free-EN.51834.mp4
https://www.vimar.com/irj/go/km/docs/z_catalogo/VIDEO/1-Vimar-tutorial-targa-videocitofonica-Pixel-installazione-configurazione-EN.51839.mp4


Certifications
00. CE Marking - EU

37. Marking - Morocco

43. UKCA mark - Great Britain

92. RoHS UAE

99. WEEE Directive (download)

Packaging

Code 8013406273215
Quantity 1 NR
Dim. 35.5x35.5x9 [cm]
Weight 1,988 [g]

Code 8013406318619
Quantity 3 NR
Dim. 38x28.5x35.5 [cm]
Weight 6,614 [g]

Legal
Vimar reserves the right to change at any time and without notice the characteristics of the products reported.Installation should be carried out

by qualified staff in compliance with the current regulations regarding the installation of electrical equipment in the country where the products

are installed.For the terms of use of the information on the product info sheet see Conditions of Use.
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https://www.vimar.com/irj/go/km/docs/z_catalogo/CERTIFICATE/WEEE6lang.77938.instructions.pdf
/en/int/conditions-of-use-11629122.html

