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Comunicador telefónico GSM

Marcador telefónico GSM, 2 canales de salida, 2 canales de entrada digitales,

conexión a la interfaz de comunicación, síntesis vocal, envio/recibo SMS,

alimentación 120-230 V~ 50-60 Hz, instalación en riel DIN (60715 TH35),

ocupa 9 módulos de 17,5 mm

Estado producto

9 - Eliminado

Instrucciones, Manuales, Documentación

FI - Foglio istruzioni ZIS_49400314A0 (718 kb)

Software
By-phone.zip

Manuale Vimar By-phone_EN.pdf

Manuale Vimar By-phone_ES.pdf

Manuale Vimar By-phone_IT.pdf

Legal
Vimar se reserva el derecho de cambiar en cualquier momento y sin previo aviso las características de los productos reportados.La instalación

debe ser realizada por personal cualificado cumpliendo con las disposiciones en vigor que regulan el montaje del material eléctrico en el país

donde se instalen los productos.Para las condiciones de uso de la información de la ficha del producto, consulte Condiciones de uso.
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https://www.vimar.com/es/int/catalog/product/index/code/01941
https://www.vimar.com/irj/go/km/docs/z_catalogo/DOCUMENT/ZIS_49400314A0_FI.24571.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/SOFTWARE/By-phone.31850.zip
https://www.vimar.com/irj/go/km/docs/z_catalogo/SOFTWARE/ManualeVimarBy-phone_EN.31852.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/SOFTWARE/ManualeVimarBy-phone_ES.31853.pdf
https://www.vimar.com/irj/go/km/docs/z_catalogo/SOFTWARE/ManualeVimarBy-phone_IT.31851.pdf
/es/int/condiciones-de-uso-11630122.html

