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46922.019
Bracket with contact box for 
IP Fisheye cameras for sur-
face or ceiling mounting

Bracket for IP Fisheye camera

2 m 5 m 10 m 26 m

1/2,5"

46234.010GA

Special cameras

Viewing
360°

NDAA

        
Built-in 

microphone

Code 46234.010GA
Sensor 1/2,5" CMOS

Resolution 6 Mpx - 3296 x 1856 
(2160 × 2160 panoramica)

Sensitivity 0,01 lux @F2.0, AGC ON; 0 Lux (IR LED ON)

Video compression H.264, H.265, H.265+, MJPEG

Day & night ICR

Lens 1,65 mm @ F2
angolo di visione: 180° (parete) / 360° (soffitto)

Main frame rate

1) Fisheye+panorama+3 PTZ
Fisheye view: 25 Fps (2160 x 2160/
                                  1440 x 1440)
Panoramic view: 25 Fps (3200 × 1800/
                                        1920 x 1080)
3PTZ view: 25 Fps (1280 x 720) x 3

2) Fisheye+4 PTZ
Fisheye view: 25 Fps (2160 x 2160/
                                  1440 x 1440)
4PTZ view: 25 Fps (960 x 540) x 4

3) Fisheye+4 PTZ
Fisheye view: 25 Fps (2160 x 2160/
                                   1440 x 1440)
4PTZ fusion view: 25 Fps (960 x 540) x 4

Secondary frame 
rate

25 Fps (960 x 960)
25 Fps (480 x 480)

Bit Rate 64 kbps ~ 10 Mbps

SD card Si non inclusa (256 GB max)

In/Out audio 1/1 (MIC integrato)

In/Out alarm 1/1

CVBS output video Si

QR CODE Si

Intelligent video 
analysis

Attraversamento linea, entra nell'area, esci dall'area, 
conteggio, mappa calore, densità folla

Functions 3D-DNR, motion, HLC, BLC

WDR WDR (120 dB)

ROI 8

Zone Privacy 4
Supported
browsers Internet Explorer, Edge (compatibilità IE)

Smart IR 10 - 20 m

IP degree IP67

Temperature range -10° C ~ +50° C
Power supply/
consumptions

12 Vdc 750 mA, 9 W
PoE  IEEE802.3af

Dimensions mm ø 130 x 39
Weight (g) 432

Contact box 46922.019

Notes RTSP*, multi-stream.
Compatibile ONVIF profilo S.

*  RTSP: function for direct connection to the By-me Plus home automation 
system without the use of NVR or as an additional camera for IP video door entry 
systems.

DORI system parameters

Identification

Recognition

Observation

Detection

Distance from 
camera.
Lens:
1.65 mm

Special camera - Thermal

Deterrent 
effect

Thermal 
vision

Code 4626.040E

Optical module

Sensor 1/2.7" CMOS 

Resolution 2592x1944

Lens  4 mm (81°)

Sensitivity
"0.02 lux@F1.6, AGC ON
0 lux IR LED ON”

Thermal module

Sensor 12μm 

Resolution 256×192

NETD ≤50mK (@25°C, F#=1.0)

Lens 3.2mm (56°)

Sensitivity 8μm-14μm

Video compression H.265 / H.264 / MJPEG

Day & night ICR

Primary frame rate
Optical

25 Fps (2592 x 1944)
25 Fps (2592 x 1520)
25 Fps (2560 x 1440)
25 Fps (1920 x 1080)

Thermal 25 Fps (1280 x 720) 

Secondary frame 
rate

Optical

25 Fps (720P)
25 Fps (D1)
25 Fps (CIF)
25 Fps (1280 x 720)

Thermal 25 Fps (640 x 480) 

Bit Rate 128Kbps ~ 8Mbps

SD card Yes, not included (256 GB max)

In / out audio 1/0 (built-in Speaker) 

In / out alarm 1/1 

CVBS video output No

Smart video 
analysis

Optical
Abandoned object, Line crossing, Enter/
Exit area, Intrusion, Counting line, Regional 
statistics, Vagabond, Illegal parking

Thermal Line crossing, Enter/Exit area, Intrusion

Functions
"WDR,smartIR,ROI,2D/3DDNR,ma
sk,motion,HLC,BLC,defog, Visual 
and sound alarm"

WDR Real (120dB)

ROI 8

Zone Privacy 4

Supported browsers
“Browser IE, Google Chrome, Edge, 
Firefox, Safari, CMS for remote 
control”

Smart IR IR 20-30m

IP / IK degree IP66

Temperature range - 30°C ~ 60°C

Power supply/con-
sumption

"12 VDC 750 mA, 9 W
IEEE PoE 802.3af

Dimensions mm 81x81x218mm

Weight (g) 640

Contact box 46922.040

Notes
"RTSP*, multi-stream.
ONVIF compatible profile G M S T” - 
HTTP POST

* RTSP: function for direct connection to the By-me Plus home automation system, as an additional camera 
for IP video door entry systems or as video checking in View App with the By-alarm Plus system.

DORI system parameters

17 m 33 m 133 m

4626.040E

Distance from 
camera.
Lens:
3 mm     

1/2,7"

Identification

Recognition

Observation

Detection
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PTZ (Speed Dome) IP 2 and 4 Mpx cameras

15x NDAA NDAA25x NDAA3x

Built-in 
microphone

Code 46235.015B 46235.025D 4623.003D
Sensor 1/2.8" CMOS 1/2.7" CMOS 1/2.7" CMOS

Resolution 2 Mpx - 1920 x 1080 4 Mpx - 2560 x 1440 4 Mpx - 2688 x 1520

Sensitivity
0.005lux (colour) / 0.001lux 
(B/W) @F1.6, 
AGC ON; 0 lux (IR LED ON)

0.01lux (colour) / 0.002lux 
(B/W) @F1.6, 
AGC ON; 0 lux (IR LED ON)

0.02lux @F1.6, AGC ON - 
B/W: 0.004Lux @F1.6 AGC 
ON - 0 lux IR LED ON

Video compression H.264, H.265, MJPEG
H.264, H.264+, H.265, 
H.265+, MJPEG

H265+, H265, H264+, H264, 
MJPEG

Day & night Auto / Manual / Timing Auto / Manual / Timing ICR

Lens
15x Optical Zoom (5 – 75 
mm)

25x Optical Zoom 
(4.8 - 120 mm)

3X Optical Zoom 
(3.18 - 7.42 mm)

Viewing angle 54° Wide - 4° Tele 55° Wide - 2.4° Tele 113.6° Wide - 4.3° Tele

Primary frame rate
25 Fps (1920 x 1080)
25 Fps (1280 x 720)

25 Fps (2560 x 1440)
25 Fps (1920 x 1080)
25 Fps (1280 x 720)

25 Fps (2688x1520)
25 Fps (2560x1440)
25 Fps (2048x1536)
25 Fps (1920X1080)
25 Fps (1280x960)
25 Fps (1280X720)

Secondary frame 
rate

25 Fps (1280 x 720)
25 Fps (704 x 576) 
25 Fps (480 x 240)
25 Fps (352 x 288)

25 Fps (1280 x 720)
25 Fps (704 x 576) 
25 Fps (480 x 240)
25 Fps (352 x 288)

25 Fps (704x576)
25 Fps (480x240)
25 Fps (352x288)

Bit Rate 64 kbps / 4 Mbps 64 kbps / 8 Mbps 64Kbs ~ 16Mbs

Pan/Tilt limit
360° Continuous, -5° to 90° 
auto Flip

360° Continuous, -10° to 90° 
auto Flip

-

Rotation speed 
Pan/Tilt: 0.1~80°/s 
Preset speed: 80°/s

Pan/Tilt: 0.1~80°/s 
Preset speed: 80°/s

-

Preset 360 360 -

Patrol/Pattern 8/4 8/4 -

SD card
Yes, not included (256 GB 
max)

Yes, not included (256 GB 
max)

Yes, not included (256 GB 
max)

In / out audio 0/0 1/1 1/1 (built-in MIC)

In / out alarm 0/0 1/1 1/1

CVBS video output No No No

Smart video 
analysis

Video anomaly, line 
crossing, area intrusion, 
vehicle/person count

Video anomaly, line 
crossing, area intrusion, 
vehicle/person count, face 
detection and recognition

Line crossing, area 
intrusion, anomaly - Enter/
exit area

Functions
3D-DNR, BLC, HLC, smart 
tracking, defog

3D-DNR, BLC, HLC, smart 
tracking

WDR 120dB, Defog, BLC, 
HLC, 3D DNR, Smart 
tracking

WDR WDR (120 dB) WDR (120 dB) Real WDR (120 dB)

Supported browsers
Internet Explorer, Edge (IE 
compatibility)

Edge, Firefox, Chrome and 
Safari

Google Chrome, Edge, 
Firefox, Safari, CVM 

Smart IR up to 150 m up to 160 m 20 m

IP degree IP66 IP66 IP67 / IK10

Temperature range -30°C / +55°C -30°C / +55°C -30°C / +55°C

Power supply/con-
sumption

12 VDC, 22 W
IEEE802.3at PoE

12 VDC, 22 W
IEEE802.3at PoE

12 VDC 12 W
PoE+ (IEEE 802.3at)

Dimensions (mm) ø 173 x 247 camera only ø 173 x 268 camera only ø 116 x 75

Weight (g) 2,100 2,100 460

Notes
Multi-stream. Wall bracket 
included. ONVIF compatible 
profile S. - HTTP POST

Multi-stream, database 
max 10,000 faces. Surface 
mounting bracket and power 
supply unit included.
ONVIF compatible profile S. - 
HTTP POST

RTSP*, multi-stream.
ONVIF compatible profile G M 
S T - HTTP POST

* RTSP: function for direct connection to the By-me Plus home automation system, as an additional camera for 
IP video door entry systems or as video checking in View App with the By-alarm Plus system.

Bracket for PTZ cameras

DORI system parameters

1/2,8"

46235.015B

Distance from 
camera.
Lens:
5 mm
75 mm
       

6 m
    95 m

12 m
   190 m

25 m
   380 m 

63 m
   950 m

1/2,7"

46235.025D

Distance from 
camera.
Lens:
4,8 mm
120 mm
       

6 m
   160 m

12 m
   320 m

25 m
  635 m 

64 m
 1600 m

1/3"

4623.003D

Distance from 
camera.
Lens:
3,18 mm
7,42 mm
       

6 m
    19 m

12 m
    29 m

25 m
    58 m 

62 m
   148 m

Identification

Recognition

Observation

Detection

Identification

Recognition

Observation

Detection

Identification

Recognition

Observation

Detection

Recommended for 
Speed Dome

Keypad for PTZ control

∆ 46916.001
RS485 keypad for PTZ control 
and DVR management, multi-
protocol, 8 devices in cascade 
(in-out) 4-line display, 3-axis 
control, 12V power supply unit. 

46916.005
Control keypad for Speed Dome 
cameras, with 3-axis function, 
Pelco D, Pelco P Protocol, stand-
ard 12 Vdc 2 A power supply unit. 
Dimensions: 220x130x90 mm

∆ 46264.002
Passive overvoltage protec-
tion for Ethernet line with or 
without PoE. RJ45 in/out 
connection.

Overvoltage protection

46918.201
Ceiling bracket for Speed Dome 
(PTZ)

46917.002.001
Pole bracket suitable for 
Speed Dome (PTZ) 
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PoE Ethernet switch

Code 46260.5P.03 46260.10P.03 46260.18P.03
Standard PoE 802.3af/at 802.3af/at 802.3af/at 

Ports 5 10 18

Downlink Ports 4 10/100/1000 (PoE+) 8 10/100/1000 (PoE+) 16 10/100/1000 (PoE+)

Uplink Ports 1 10/100/1000 2 10/100/1000 2 10/100/1000

Network standards

IEEE 802.3
IEEE 802.3u
IEEE 802.3ab 
IEEE 802.3x

IEEE 802.3
IEEE 802.3u
IEEE 802.3ab 
IEEE 802.3x

IEEE 802.3
IEEE 802.3u
IEEE 802.3ab 
IEEE 802.3x

Switching capacity 10 Gbit/s 20 Gbit/s 20 Gbit/s

Packet forwarding speed 7.44 Mp/s 14.88 Mp/s 14.88 Mp/s

Switching type Store and Forward Store and Forward Store and Forward

Buffer memory No 1 M 1 M

MAC address list 2K 2K 2K

Transient surge immunity 4 kV: IEC61000-4-5 4 kV: IEC61000-4-5 4 kV: IEC61000-4-5

Electrostatic discharge 
(ESD) protection

6 kV (contact discharge) 
8 kV (air discharge) 
According to: IEC61000-4-2

6 kV (contact discharge) 
8 kV (air discharge) 
According to: IEC61000-4-2

6 kV (contact discharge) 
8 kV (air discharge) 
According to: IEC61000-4-2

PoE Power Output (per 
port)

44-57 VDC
30 W max

44-57 VDC
30 W max

44-57 VDC
30 W max

Overall PoE Power 60 W max 140 W max 185 W max

PoE mode End-Span End-Span End-Span

 PoE power supply 1/2(+), 3/6(-) 1/2(+), 3/6(-) 1/2(+), 3/6(-)

Power supply/consump-
tion

input: 100-240 VAC, 1.4 A input: 100-240 VAC, 3 A input: 100-240 VAC, 4 A

Absorbed power 3.79 W 6.5 W 12.9 W

Operating temperature 0° C / +40° C 0° C / +40° C 0° C / +40° C

Operating humidity 
(non-condensing)

10% / 90% 10% / 90% 10% / 90% 

Dimensions (mm) 200 x 118 x 44 268 x 181 x 44 220 x 107 x 45

Weight (g) 670 g 1140 g 1780 g

Notes
CCTV Mode: Downlink ports only communicate 
with uplink ports

CCTV Mode: Downlink ports only communicate 
with uplink ports

CCTV Mode: Downlink ports only communicate 
with uplink ports

  NVR PoE Real Time compliant with NDAA

NDAA NDAA NDAA

Model 46NVR.04PSN 46NVR.08PSN 46NVR.08PN
Video input 4 Ch 8 Ch 8 Ch

PoE ports 4 8 8

Hard disk drive 1 TB Professional 1 TB Professional 1 TB Professional

Fisheye camera No No No

Recording resolution
Real time 6 Mpx
4 CH @ 25 Fps per CH

Real time 6 Mpx
8 CH @ 25 Fps per CH

Real time 8 Mpx
8 CH @ 25 Fps per CH

Video compression H.264 - H.265 - H.265+ - H.265S H.264 - H.265 - H.265+ - H.265S H.264 - H.265 - H.265+ - H.265S

Operating mode Pentaplex Pentaplex Pentaplex

Input/Output Bandwidth 40/40 (Mbps) 64/64 (Mbps) 80/80 (Mbps)

Video output 1 HDMI, 1 VGA 1 HDMI, 1 VGA 1 HDMI, 1 VGA

In / out audio 0 / 0 0 / 0 1 / 1

VGA/HDMI resolution 1080p / 1080p 1080p / 1080p 1080p / 4K

In / out alarm -/- (46936.001)  -/- (46936.001) -/- (46936.001)

Network interface 1 RJ45 - 100Mbps 1 RJ45 - 100Mbps 1 RJ45 - 10/100/1000Mbps

Hard disk interface 1 SATA (max 10 TB) 1 SATA (max 8 TB) 1 SATA (max 10 TB)

USB interface 2 2 2

RS485 No No No

PTZ control Yes Yes Yes

CVM Yes Yes Yes

QR CODE Yes Yes Yes

Control via smartphone Android, iPhone Android, iPhone Android, iPhone

Video analysis Yes * Yes * Yes *

Privacy fi lter Yes Yes Yes

Interface mouse mouse mouse, remote control

Power supply/consump-
tion (not including PoE 
and HDD)

+48 V 9 W
(single power supply unit)

+48 V 9 W
(single power supply unit)

+48 V 15 W
(single power supply unit)

Operating temperature -10 °C ~ +50 °C -10 °C ~ +50 °C -10 °C ~ +50 °C

Cooling fan No No No

Dimensions (mm) 255 x 222 x 42 255 x 222 x 42 300 x 248 x 52

Weight (kg) 1 (not including HDD) 1 (not including HDD) 1.2 (not including HDD)

Notes

Note: NVRs are also compatible with browsers other than Explorer without the need to install plug-ins (Edge, Firefox, Chrome, Safari and Opera).
Plug&Play: these PoE NVRs allow direct Ply&Play connection to the cameras, i.e. camera power supply and auto-confi guration.
* Compatible with cameras with smart video analysis.

By-camera App available from 
the Vimar website or  Apple 
Store and Google Play

USB alarm expansion

Code 46936.001
Connection type USB Operating temperature - 10°C ~ 50°C

Alarm inputs 16 Operating humidity 10% ~ 90%

Alarm outputs 6 Power supply 5V / 1A

USB USB2.0 × 1 Consumption ≤ 5W
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USB alarm expansion

Code 46936.001
Connection type USB Operating temperature - 10°C ~ 50°C

Alarm inputs 16 Operating humidity 10% ~ 90%

Alarm outputs 6 Power supply 5V / 1A

USB USB2.0 × 1 Consumption ≤ 5W

  NVR Real Time compliant with NDAA

NDAA NDAA With face 
database NDAA

Model 46NVR.16PN 46NVR.16N 46NVR.32N
Video input 16 Ch 16 Ch 32 Ch

PoE ports 16 No No

Hard disk drive 2 TB Professional 2 TB Professional 2 TB Professional

Fisheye camera No No No

Recording resolution
Real time 8 Mpx
16 CH @ 25 Fps per CH

Real time 8 Mpx
16 CH @ 25 Fps per CH

12 Mpx
32 CH @ 20 Fps per CH
Real time 9 Mpx
32 CH @ 25 Fps per CH

Video compression H.264 - H.265 - H.265+ - H.265S H.265S - H.265+ - H.264 - H.265 H.264 - H.265 - H.265+ - H.265S

Operating mode Pentaplex Pentaplex Pentaplex

Input/Output Bandwidth 160/160 (Mbps) 144/144 (Mbps) 320/320 (Mbps)

Video output 1 HDMI, 1 VGA 1 HDMI, 1 VGA 2 HDMI, 1 VGA

In / out audio 1 / 1 1 / 1 1 / 1

VGA / HDMI resolution 1080p / 4K 1080p / 4K 1080p / 4K - 1080p

In / out alarm  -/- (46936.001)  4 / 4 (46936.001)  8 / 4 (46936.001)

Network interface 1 RJ45 - 1000Mbps 1 RJ45 - 10/100/1000Mbps 2 RJ45 - 10/100/1000Mbps

Hard drive interface 2 SATA (max 10 TB) 2 SATA (max 10 TB) 2 SATA (max 10 TB)

USB interface 2 2 x 2.0 3 (2x 2.0 + 1 x 3.0)

RS485 No Yes Yes

PTZ control Yes Yes Yes

CVM Yes Yes Yes

QR CODE Yes Yes Yes

Control via smartphone Android, iPhone Android, iPhone Android, iPhone

Video analysis Yes * Yes * Yes *

Privacy fi lter Yes Yes Yes

Interface mouse, remote control mouse, remote control mouse, remote control

Power supply/consump-
tion (not including PoE 
and HDD)

+48 V 15 W
(single power supply unit)

+12 V / 10 W +12 V / 25 W

Operating temperature -10 °C ~ +50 °C 0 °C ~ +50 °C 0 °C ~ +50 °C

Cooling fan Yes Yes Yes

Dimensions (mm) 380 x 268 x 45 380 x 268 x 45 380 x 268 x 45

Weight (kg) 2 (not including HDD) 1.5 (not including HDD) 1.5 (not including HDD)

Notes 1 rack unit 1 rack unit 1 rack unit

* Compatible with cameras with smart video analysis.

App By-camera disponibile 
nel sito Vimar o store Apple 
e Google Play

USB alarm expansion

Code 46936.001
Connection type USB Operating temperature - 10°C ~ 50°C

Alarm inputs 16 Operating humidity 10% ~ 90%

Alarm outputs 6 Power supply 5V / 1A

USB USB2.0 × 1 Consumption ≤ 5W

  NVR Real Time

NDAA RAID 
Function

      
With face 
database

Model 46NVR.64N
Video input 64 Ch

PoE ports No

Hard disk drive Not included

Fisheye camera Compatible

Recording resolution
Real time 16 Mpx
64 CH @ 25 Fps per CH

Video compression H.264 - H.265 - H.265+ - H.265S

Operating mode Pentaplex

Input/Output Bandwidth 640/640 (Mbps)

Video output 4 HDMI, 1 VGA

In / out audio 1 / 1

VGA / HDMI resolution 1080p / 8K - 1080p

In / out alarm  16 / 4 (46936.001)

Network interface 2 RJ45 - 10/100/1000Mbps

Hard drive interface
8 SATA (max 10 TB for HDD)
2 E-SATA (max 10 TB for HDD)

USB interface 3 (2x 2.0 + 1 x 3.0)

RS485 No

PTZ control Yes

CVM Yes

QR CODE Yes

Control via smartphone Android, iPhone

Video analysis Yes *

Privacy fi lter Yes

Interface mouse, remote control

Power supply/consump-
tion (not including PoE 
and HDD)

AC 100/240 V / 50 W
(internal power supply unit)

Operating temperature -10 °C ~ +50 °C

Cooling fan Yes

Dimensions (mm) 445 × 436 × 100

Weight (kg) 4.5 (not including HDD)

Notes
2 rack units.
Raid confi guration 0-1-5-6-10

* Compatible with cameras with smart video analysis.
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Bullet 5 Mpx AHD cameras

Model 4651.036ES 4651.2812ES

Sensor 1/2.5" CMOS 1/2.5" CMOS

Actual Pixels 2592 x 1944 2592 x 1944

Resolution 

5 Mpx (2560 x 1936) 20 Fps, 
selectable:
4 Mpx (2688 x 1520) 25 Fps, 
2 Mpx (1920 x 1080) 25 Fps 

5 Mpx (2560 x 1936) 20 Fps, 
selectable:
4 Mpx (2688 x 1520) 25 Fps, 
2 Mpx (1920 x 1080) 25 Fps 

Sensitivity 0 Lux (IR LED ON) 0 Lux (IR LED ON)

Lens 3.6 mm 2.8 - 12 mm

Viewing angle 79° 94 ° – 35 °

Day & Night Ext / Auto / B&W / Colour Ext / Auto / B&W / Colour

Video output AHD / CVBS / TVI / CVI AHD / CVBS / TVI / CVI

Functions 2D-DNR, WB, BLC, D-WDR, fl ip, mirror 2D-DNR, WB, BLC, D-WDR, fl ip, mirror

S/N ratio ≥ 42 dB ≥ 42 dB

Joystick No No

OSD via CoC Yes Yes 

Smart IR 15 m 30 m 

IP protection IP66 IP66

Temperature range -30°C ~ +60°C -30°C ~ +60°C
Power supply/con-
sumption

12 V 400 mA 12 V 400 mA

Dimensions (mm) 84 x 70 x 167 90 x 69 x 193

Weight (g) 490 510

Pole bracket 46917.004 46917.004

Contact box 46922.030 and 46922.033 46922.030 and 46922.033

Bullet 1080p CVBS / AHD cameras

Model 46CAM.136B.8

Sensor 1/3" CMOS

Actual Pixels 1928 x 1088

Resolution 25/30 fps@1080p

Sensitivity 0 Lux (IR ON)

Lens 3,6 mm

Viewing angle 79°

Day & Night Ext / Auto / B&W / Colour

Video output CVBS / AHD / CVI / TVI

Functions 2D-DNR, WB, BLC, D-WDR, fl ip, mirror

S/N ratio ≥ 52 dB

Joystick No

OSD via CoC Yes

Smart IR 15 m

IP protection IP67

Temperature range -20° C ~70° C
Power supply/con-
sumption

12 Vdc SELV - 260 mA

Dimensions (mm) 155 x 69 x 79

Weight (g) 270 g

Pole bracket 46917.004

Contact box 46922.030 and 46922.033

La telecamera può essere utilizzata come telecamera supplemen-
tare nei kit videocitofonici stand alone (K429..) collegandola alla 
targa 42920.P.*

DORI system parameters DORI system parameters

1/2,5"

4651.2812ES

Distance from 
camera.
Lens:
2,8 mm
12 mm
       

6 m
     20 m

11 m
     40 m

23 m
    81 m 

58 m
   202 m

7 m 4 m14 m 8m28 m 17 m 43 m 71 m

1/2,5" 1/3"

4651.036ES 46CAM.136B.8

Distance from 
camera.
Lens:
3,6 mm     

Distance from 
camera.
Lens:
3,6 mm     

Identification Identification

Recognition Recognition

Observation Observation

Detection Detection

Identification

Recognition

Observation

Detection

*Kit videocitofonici stand alone

K429... K429...
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7 m 14 m 28 m 71 m

1/2,5"

4652.036ES

1/2,5"

4652.2812ES

6 m
     20 m

11 m
     40 m

23 m
    81 m 

58 m
   202 m

Dome 5 Mpx AHD cameras

Model 4652.036ES 4652.2812ES
Sensor 1/2.5" CMOS 1/2.5" CMOS

Actual Pixels 2592 x 1944 2592 x 1944

Resolution 

5 Mpx (2560 x 1936) 
20 Fps, 
selectable:
4 Mpx (2688 x 1520) 25 Fps, 
2 Mpx (1920 x 1080) 25 Fps 

5 Mpx (2560 x 1936) 
20 Fps, 
selectable:
4 Mpx (2688 x 1520) 25 Fps, 
2 Mpx (1920 x 1080) 25 Fps 

Video output AHD / CVBS / TVI / CVI AHD / CVBS / TVI / CVI

Sensitivity 0 Lux (IR LED ON) 0 Lux (IR LED ON)

Day & Night Ext / Auto / B&W / Colour Ext / Auto / B&W / Colour

Lens 3.6 mm 2.8-12 mm

Viewing angle 79° 94 ° - 35 °

S/N ratio ≥ 42 dB ≥ 42 dB

Joystick No No

Functions 2D-DNR, WB, BLC, D-WDR, fl ip, mirror 2D-DNR, WB, BLC, D-WDR, fl ip, mirror

OSD via CoC Yes Yes

Smart IR 15 m 30 m 

IP Protection IP66 IP66

Temperature range -30°C ~ +60°C -30°C ~ +60°C
Power supply/con-
sumption

12 V 250 mA 12 V 400 mA

Dimensions (mm) ø 94 x 80 ø 120 x 100

Weight (g) 320 550

Pole bracket 46917.004 46917.004

Contact box 46922,030 46922.031, 46922.032 and 46922.033

DORI system parameters

Identification

Recognition

Observation

Detection

Distance from 
camera.
Lens:
3.6 mm

Identification

Recognition

Observation

Detection

Distance from 
camera.
Lens:
2.8 mm
12 mm

9 m 20 m 40 m 102 m

1/2,5"

4651.036F

1/2,5"

4651.2812F

8 m
     29 m

17 m
     58 m

34 m
  116 m 

85 m
   289 m

Bullet 8 Mpx AHD cameras

Model 4651.036F 4651.2812F

Sensor 1/2.5" CMOS 1/2.5" CMOS

Actual pixels 3840 x 2160 3840 x 2160

Resolution 

8 Mpx - (3840 x 2160) 15 Fps, 
selectable:
5 Mpx - (2592 x 1944) 20 Fps
4 Mpx - (2688 x 1520) 25 Fps, 
2 Mpx - (1920 x 1080) 25 Fps 

8 Mpx - (3840 x 2160) 15 Fps, 
selectable:
5 Mpx - (2592 x 1944) 20 Fps
4 Mpx - (2688 x 1520) 25 Fps, 
2 Mpx - (1920 x 1080) 25 Fps 

Sensitivity 0 Lux (IR LED ON) 0 Lux (IR LED ON)

Lens 3.6 mm 2.8 - 12 mm

Viewing angle 88° 92 ° – 32 °

Day & Night Ext / Auto / B&W / Colour Ext / Auto / B&W / Colour

Video output AHD / CVBS / TVI / CVI AHD / CVBS / TVI / CVI

Functions 2D-DNR, WB, BLC, D-WDR, fl ip, mirror 2D-DNR, WB, BLC, D-WDR, fl ip, mirror

S/N ratio ≥ 42 dB ≥ 42 dB

Joystick No No

OSD via CoC Yes Yes 

Smart IR 15 m 30 m 

IP Protection IP66 IP66

Temperature range -30°C ~ +60°C -30°C ~ +60°C
Power supply/con-
sumption

12 V 400 mA 12 V 400 mA

Dimensions (mm) 84 x 70 x 167 90 x 69 x 193

Weight (g) 490 510

Pole bracket 46917.004 46917.004

Contact box 46922030 and 46922.033 46922030 and 46922.033

DORI system parameters

Identification

Recognition

Observation

Detection

Distance from 
camera.
Lens:
3.6 mm

Identification

Recognition

Observation

Detection

Distance from 
camera.
Lens:
2.8 mm
12 mm



   96    97

SECURITY SECURITY
AHD: video surveillance system AHD: video surveillance system

∆ Available while stocks last  New article  Contact the sales network for availability

9 m 20 m 40 m 102 m

1/2,5"

4652.036F

1/2,5"

4652.2812F

8 m
     29 m

17 m
     58 m

34 m
  116 m 

85 m
   289 m

Dome AHD 8 Mpx cameras

Model 4652.036F 4652.2812F 
Sensor 1/2.5" CMOS 1/2.5" CMOS

Actual pixels 3840 x 2160 3840 x 2160

Resolution 

8 Mpx - (3840 x 2160) 15 Fps, 
selectable:
5 Mpx - (2592 x 1944) 20 Fps
4 Mpx - (2688 x 1520) 25 Fps, 
2 Mpx - (1920 x 1080) 25 Fps 

8 Mpx - (3840 x 2160) 15 Fps, 
selectable:
5 Mpx - (2592 x 1944) 20 Fps
4 Mpx - (2688 x 1520) 25 Fps, 
2 Mpx - (1920 x 1080) 25 Fps 

Video output AHD / CVBS / TVI / CVI AHD / CVBS / TVI / CVI

Sensitivity 0 Lux (IR LED ON) 0 Lux (IR LED ON)

Day & Night Ext / Auto / B&W / Colour Ext / Auto / B&W / Colour

Lens 3.6 mm 2.8 – 12 mm

Viewing angle 88° 92 ° – 32 °

S/N ratio ≥ 42 dB ≥ 42 dB

Joystick No No

Functions 2D-DNR, WB, BLC, D-WDR, fl ip, mirror 2D-DNR, WB, BLC, D-WDR, fl ip, mirror

OSD via CoC Yes Yes

Smart IR 15 m 30 m 

IP protection IP66 IP66

Temperature range -30°C ~ +60°C -30°C ~ +60°C
Power supply/consump-
tion

12 V 250 mA 12 V 400 mA

Dimensions (mm) ø 94 x 80 ø 120 x 100

Weight (g) 320 550

Pole bracket 46917.004 46917.004

Contact box 46922.030 46922.031, 46922.032 and 46922.033

DORI system parameters

Identification

Recognition

Observation

Detection

Distance from 
camera.
Lens:
3.6 mm

Identification

Recognition

Observation

Detection

Distance from 
camera.
Lens:
2.8 mm
12 mm

2 m 5 m 9 m 25 m

1/4"

46534.037

5 m 10 m 19 m 49 m

1/2,9"

46534.037BP

Special cameras

Model ∆ 46534.037 ∆ 46534.037BP
Sensor 1/4" CMOS 1/2.9" CMOS 

Actual pixels 1296 (H) x 732 (V) 1985 x 1105

Horizontal resolu-
tion

720p 25Fps 1080p 25Fps

Video output AHD AHD

Sensitivity 1 Lux 0.01 Lux Colour / 0.001 Lux B&W

Day & night Electronic ICR Colour/B&W

Lens 3.7 mm 3.7 mm

Viewing angle 52° 67°

S/N ratio 50 dB 52 dB

OSD No No

CVBS output No No

Joystick No No

Functions AGC, BLC, NR
2D, 3DNR, BLC, HSBLC, LSC, D-WDR, 
WB, AGC, DPC, mirror, motion, privacy, 
defog

CoC No Yes 
Smart IR No No

IP degree No IP55

Temperature range -10°C ~ +50°C -30 °C ~ +45°C

Power supply/con-
sumption

12 V 100 mA 12 V 95 mA

Dimensions (mm) 150 x 30 x 60 45 x 39 x24

Weight (g) 166 74

DORI system parameters

Identification

Recognition

Observation

Detection

Distance from 
camera.
Lens:
3.7 mm

Identification

Recognition

Observation

Detection

Distance from 
camera.
Lens:
3.7 mm
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DVR AHD 8 Mpx

Model 46XVR.ES04 46XVR.ES08
Video compression H.264 - H.265 H.264 - H.265

Operating mode Pentaplex Pentaplex

Video input * BNC x 4 * BNC x 8 *

Video output

HDMI: 1920 x 1080, 1280 x 1024,
 1024 x 768
VGA: 1920 x 1080, 1280 x 1024, 
 1024 x 768
BNC: CVBS (MAIN or SPOT)

HDMI: 1920x1080, 1280x1024, 
 1024x768
VGA: 1920x1080, 1280x1024, 
 1024x768
BNC: CVBS (MAIN or SPOT)

Audio input/output RCA x 1 / RCA x 1 RCA x 1 / RCA x 1

AHD/TVI/CVI recording resolution

8MP Lite                               8fps
5MP Lite                               12fps 
4MP Lite/1080p                    12fps 
1080p Lite/720p/WD1          25fps

8MP Lite                               8fps
5MP Lite                               12fps 
4MP Lite/1080p                    12fps 
1080p Lite/720p/WD1          25fps

Number of IP cameras that can 
be connected to DVR (via external 
switch)

2 in addition to the 
4 analogue cameras 

4 in addition to the
8 analogue cameras

IP camera recording resolution 5 Mpx 25 fps 5 Mpx 25 fps

Input/output alarm (46936.001) (46936.001)

OSD camera control over coaxial Yes Yes

Network interface 1 RJ45 - 100 Mbps 1 RJ45 - 100 Mbps

Hard drive interface 1 SATA (max 10 TB) 1 SATA (max 10 TB)

HDD 1 TB Professional 1 TB Professional

USB interface 2 USB 2.0 2 USB 2.0

RS485 PTZ control Yes Yes

QR CODE Yes Yes

Control via Smartphone
Android and iPhone with 
App By-Camera

Android and iPhone with 
App By-Camera

OTA Firmware Update Yes Yes
Video analysis with analogue 
cameras (XVR function)

Line crossing, area intrusion Line crossing, area intrusion

Video analysis with IP cameras ** 
(if present)

Video anomaly, line crossing, abandoned or 
removed object, area intrusion

Video anomaly, line crossing, abandoned or 
removed object, area intrusion

Privacy fi lter Yes Yes

Interface mouse, remote control mouse, remote control
Power supply/
consumptions

12V / 15W 12V / 15W

Operating temperature -10 / + 50°C -10 / + 50°C

Cooling fans No No

Dimensions (mm) 255 x 222 x 42 255 x 222 x 42

Weight (kg) 1.12 1.15

Notes RTSP *** RTSP ***

Note: with the 1.3.8 fi rmware, XVRs (46XVR.ES04, 46XVR.ES08 and 46XVR.E16) are also compatible with browsers other than Explorer without the need to install plug-ins 
(Edge, Firefox, Chrome, Safari and Opera).
* Not compatible with 3 Mpx AHD cameras.
** Compatible with cameras with smart video analysis. 
*** RTSP: function for direct connection to the By-me Plus home automation system or as an additional camera for IP video door entry systems.

By-camera App available from 
the Vimar website or  Apple 
Store and Google Play

DVR AHD 8 Mpx

Model ∆ 46XVR.FS04 ∆ 46XVR.FS08 46XVR.FS16
Video compression H.264 - H.265 H.264 - H.265 H.264 - H.265

Operating mode Pentaplex Pentaplex Pentaplex

Video input BNC x 4 BNC x 8 BNC x 16

Video output

HDMI: 3840 x 2160, 1920 x 1080, 
 1280 x 1024
VGA: 1920 x 1080, 1280 x 1024, 
 1024 x 768
BNC: CVBS (MAIN or SPOT)

HDMI: 3840 x 2160, 1920 x 1080, 
 1280 x 1024
VGA: 1920 x 1080, 1280 x 1024, 
 1024 x 768
BNC: CVBS (MAIN or SPOT)

HDMI: 3840 x 2160, 1920 x 1080, 
 1280 x 1024
VGA: 1920 x 1080, 1280 x 1024, 
 1024 x 768
BNC: CVBS (MAIN or SPOT)

Audio input/output RCA x 1 / RCA x 1 RCA x 1 / RCA x 1 RCA x 1 / RCA x 1

AHD/TVI/CVI recording resolution

4K (1 channel only) 7fps
4K Lite/5 Mpx/4 Mpx/3 Mpx 12fps
5 Mpx Lite 20fps
4 Mpx Lite/1080p 25fps

4K 8fps
4K Lite/5 Mpx/4 Mpx/3 Mpx 12fps
5 Mpx Lite 20fps
4 Mpx Lite/1080p 25fps

4K 8fps
4K Lite/5 Mpx/4 Mpx/3 Mpx 12fps
5 Mpx Lite 20fps
4 Mpx Lite/1080p 25fps

Number of IP cameras that can 
be connected to DVR (via external 
switch)

2 in addition to the 
4 analogue cameras 

8 in addition to the
8 analogue cameras

8 in addition to the
16 analogue cameras

IP camera recording resolution
8 Mpx 20 fps
5 Mpx 25 fps

8 Mpx 25 fps 8 Mpx    25 fps

Input/output alarm (46936.001) (46936.001) (46936.001)

OSD camera control over coaxial Yes Yes Yes

Network interface 1 RJ45 - 100 Mbps 1 RJ45 - 100 Mbps 1 RJ45 - 1000 Mbps

Hard drive interface 1 SATA (max 10 TB) 1 SATA (max 10 TB) 2 SATA (max 10 TB per HDD)

HDD 1 TB Professional 1 TB Professional 2 TB Professional

USB interface 2 USB 2.0 2 USB 2.0 2 USB 2.0

RS485 PTZ control Yes Yes Yes

QR CODE Yes Yes Yes

Control via Smartphone
Android and iPhone with 
App By-Camera

Android and iPhone with 
App By-Camera

Android and iPhone with By-Camera App

OTA Firmware Update Yes Yes Yes
Video analysis with analogue 
cameras (XVR function)

Line crossing, area intrusion Line crossing, area intrusion Line crossing, area intrusion

Video analysis with IP cameras ** 
(if present)

Video anomaly, line crossing, abandoned or 
removed object, area intrusion

Video anomaly, line crossing, abandoned or 
removed object, area intrusion

Video anomaly, line crossing, abandoned or 
removed object, area intrusion

Privacy fi lter Yes Yes Yes

Interface mouse, remote control mouse, remote control mouse, remote control
Power supply/
consumptions

12V / 15W 12V / 15W 12 V / 22 W

Operating temperature -10 / + 50°C -10 / + 50°C -10 / + 50°C

Cooling fans No Yes Yes

Dimensions (mm) 255 x 222 x 42 255 x 234 x 42 380 x 268 x 45

Weight (kg) 1.12 1.25 2.2

Notes RTSP *** RTSP *** RTSP ***

Note:  XVRs (46XVR.FS04 and 46XVR.FS08) are also compatible with browsers other than Explorer without the need to install plug-ins (Edge, Firefox, Chrome, Safari and 
Opera).
** Compatible with cameras with smart video analysis. 
*** RTSP: function for direct connection to the By-me Plus home automation system or as an additional camera for IP video door entry systems.

USB alarm expansion

Code 46936.001
Connection type USB USB USB2.0 × 1 Power supply 5V / 1A

Alarm inputs 16 Operating temperature - 10°C ~ 50°C Consumption ≤ 5W

Alarm outputs 6 Operating humidity 10% ~ 90%
By-camera App available from 
the Vimar website or  Apple 
Store and Google Play
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∆ Available while stocks last  New article  Contact the sales network for availability

AHD CCTV kit - 4 and 8 channels

46554.036E
CCTV kit consisting of:
1 46XVR.ES04: Hybrid DVR with 4+2 AHD/IP/CVBS chan-

nels, compatible with 2 additional IP cameras, profes-
sional 1 TB HDD, Pentaplex, H,265, CoC, supports AHD 
and IP up to 5Mpx;

2 4651.036ES: Bullet 5 Mpx AHD cameras with 3.6 mm 
fixed lens, D&N with mechanical IR filter;

2 46902.010: 12 Vdc - 1A plug-in power supply units;
1 46927.001: ' Area under video surveillance ’ sign.

46558.2812E
CCTV kit consisting of:
1 46XVR.ES08: Hybrid DVR with 8+4 AHD/IP/CVBS chan-

nels, compatible with 4 additional IP cameras, profes-
sional 1 TB HDD, Pentaplex, H,265, CoC, supports AHD 
and IP up to 5Mpx;

2 4651.2812ES: Bullet 5 Mpx AHD cameras with 2.8–12 
mm varifocal lens, D&N with mechanical IR filter;

2 46902.010: 12 Vdc - 1A plug-in power supply units;
1 46927.001: ' Area under video surveillance ’ sign.

Professional monitors for 24/7 Video surveillance

4K
Ultra HD

4K
Ultra HD

Code 46910.H10B 46910.H22B 46910.43K 46910.43K.1
Screen 10.1” LED Backlit Monitor 22” LED Backlit Monitor 43” LED Backlit Monitor 43” LED Backlit Monitor

Resolution 1920 x 1080 1920 x 1080 3840 x 2160 3840 x 2160

Profi le ratio 16:10 16:9 16:9 16:9

Brightness (NIT) 330 cd/m2 250 cd/m2 390 cd/m2 350 cd/m2

Contrast ratio 1000:1 1000:1 1000:1 1000:1

Viewing angle 178° x 178° 170° x 170° 178° x 178° 178° x 178°

Response time 5 ms 5 ms 6 ms 5 ms

Video inputs

HDMI x 2
VGA x 1
BNC x 1 in
BNC x 1 out

HDMI x 1
VGA x 1

HDMI v2.0 x 1
HDMI v1.4 x 2
DP x 1

HDMI v2.0 x 3
1 x USB
DP x 1

Audio input/output 1 1 1 output 1 output

Power supply
12 VDC 12 W with standard 
power supply unit

12 VDC 15 W with standard 
power supply unit

100 – 240 VAC 75 W 100 - 240 VAC 40 W

Vesa fi xing Yes Yes Yes Yes

Table support bracket Yes Yes Yes, metal Yes

Dimensions (mm) 260 x 185 x 43 490 x 298 x 42 970 x 560 x 100 962x551x92

Weight (kg) 2 2.6 16.8 6.5

Connectors and cables

Passive transducers (AHD)

46862.B01
Pair of Balun passive video transducers 
(transmitter/receiver) for video transmission over 
twisted pair, BNC connector for the video, jack 
for the power supply, cable connection with 
RJ45 connector, maximum distance attainable 
with Cat. 5 cable 50 m, compatible with PAL/
NSC/SECAM, built-in electrostatic discharge 
protection

46862.001.01
Balun video passive transducer for 
video transmission on twisted pair, 
BNC connector for connection to the 
camera or DVR, screw connection for 
the cable

46862.A01.01
Balun passive video transducer for 
video transmission over twisted pair, 
BNC connector with 14 cm of cable 
for connection to the camera or DVR, 
screw connection for the cable

46862.B02
Pair of passive video transducers for 
video transmission over twisted pair, 
BNC connector for connection to the 
camera or DVR, one transducer with 
14 cm of cable, screw connection for 
the cable

46904.C01
Male BNC crimp 
connector for RG59 
coaxial cables

46904.S01
Male BNC solder 
connector for coaxial 
cable with metal body 
and cable outlet coil

46904.M01
Male BCN connector for 
coaxial cable with screw 
terminals

46905.M01
Plug connector for 12 
VDC power supply with 
screw terminals

46904.V01
Male BNC connector 
for coaxial cable, screw 
terminals, metal body

46905.M02
Female plug connector 
for 12 VDC power supply 
with screw terminals

IP CCTV kit - 4, 8 and 16 channels

46KIT.028DC
CCTV kit consisting of:
1 NDAA conforming 4-channel NVR, H.265 compression, 

4ch@6Mpx HD Real Time recording, built-in PoE switch 
with 4 ports and Plug&Play configuration, remote viewing 
and control with QRCODE. Professional 1 TB HDD

2 4621.028DC: colour Day & Night cameras, 4 Mpx, 
mechanical IR filter, with fixed 2.8 lens

1 46927.003: ‘Area under video surveillance’ sign

46KIT.2812DC
CCTV kit consisting of:
1 NDAA compliant 8-channel NVR, H.265 compression, 

8ch@6Mpx Real Time recording, built-in 8-port PoE af/
at switch, remote control and viewing, remote connec-
tion with QRCODE, 1 TB professional HDD, Plug&Play 
configuration

2 4621.2812DC: colour Day & Night cameras, 4 Mpx, 
mechanical IR filter, with 2.8–12 mm varifocal lens 

1 46927.003: ‘Area under video surveillance’ sign



   102    103

SECURITY SECURITY
: completion devices : completion devices

∆ Available while stocks last  New article  Contact the sales network for availability

Power supply units

Microfono e accessori

Tastiere per controllo PTZ e DVR

Accessories

46901.015
Flush mounting switching mode 
power supply unit, 100 – 240 Vac 
50/60 Hz power supply, 12 Vdc 1.5 A 
output with standard jack connector, 
maximum power 18 W, installation 
in switchboards, junction boxes or 
watertight enclosures

46902.010
Switching-mode power supply unit, 
100 – 240 Vac 50/60 Hz, integrated 
Europlug 2P plug, output with 
standard jack connector 
12 Vdc 1 A, maximum power 12 W

∆ 46264.002
Passive overvoltage protection for 
Ethernet line with or without PoE. 
RJ45 in/out connection

46264.001.01
IEEE802.3af/at standard PoE 10/100 
Ethernet Extender, up to 100 m 
connection, max 3 devices per section

46936.001
USB alarm expansion module for 
NVR and XVR, 16 inputs and 6 
outputs

∆ 46916.004
 IP keypad for controlling 
IP PTZ, controls 10 devices 
simultaneously, 3-axis control. 
Standard 12 Vdc power supply 
unit. 

46916.005
Control keypad for Speed Dome 
cameras, with 
3-axis Pelco D, Pelco P Protocol, 
standard 12 Vdc 2 A power supply 
unit. Dimensions: 220x130x90 mm

46964.003
Microphone for audio 
applications, compatible with the 
entire range of cameras powered 
at 12Vdc

Cables

Brackets and supports for Bullet and Dome IP cameras

Brackets and supports for Bullet and Dome AHD cameras

0002.060.E
75 ohm coaxial cable, cable ø 3 
mm, with PVC sheath, CPR Eca 
class, suitable for installation with 
Category I power cables (U0 = 
400 V), grey - 200 m spool

0002.063.E
Video system cable, 2x0.35 
mm2 + 75 ohm coaxial cable, 
with PVC sheath, CPR Eca 
class, suitable for installation 
with Category I power cables 
(U0 = 400 V), grey - 200 m 
spool

0002.163.E
Video system cable, 2x0.75 mm2

+ 75 ohm coaxial cable, with PVC 
sheath, CPR Eca class, suitable 
for installation with Category I 
power cables (U0 = 400 V), grey
- 200 m spool

46364.E.100
Coaxial cable for indoor laying, 
ø 3.3 mm, with LSZH sheath, 
CPR Eca class, suitable for 
installation with Category I 
power cables (U0 = 400 V), 
brown - 100 m spool

46364.E.500
Coaxial cable for outdoor laying, 
ø 6.3 mm, with LSZH sheath, 
CPR Eca class, suitable for 
installation with Category I 
power cables
(U0 = 400 V), brown - 500 m 
spool

46922.040
Bracket with contact box 
for Dome and Bullet IP 
cameras for surface or 
ceiling mounting.

46922.041
Bracket with contact box 
for Dome and Bullet IP 
cameras for surface or 
ceiling mounting.

46922.042
Bracket with contact box 
for Dome varifocal IP 
cameras for surface or 
ceiling mounting.

46922.019
Bracket with contact box 
for Fisheye IP cameras for 
surface or ceiling mounting

46917.005
Pole bracket suitable for 
IP cameras

46922.030
Bracket with contact 
box for Bullet AHD 
cameras 46516.213E and 
46516.650B for surface or 
ceiling mounting.

46922.032
Bracket for Dome varifocal AHD 
cameras for surface or ceiling 
mounting.

46922.031
Contact box for Dome 
varifocal AHD cameras for 
surface or ceiling mounting.

46917.004
Pole bracket for cameras 
Fixed and variable focus AHD

∆ 46922.033
Contact box for AHD 
cameras suitable to contain 
wiring and power supply 
unit, IP66

Maximum recommended transmission distance
Coaxial cable Network cable

Resolution RG59 0002.163.E
(coaxial with power supply)

46364.E.100
(high-quality 3.3 mm 

coaxial for indoor laying)

46364.E.500
(high-quality 6.3 mm co-
axial for outdoor laying)

Passive baluns
(in the analogue 

range)

Active baluns
(in the analogue 

range)

720p AHD 400 m 40 m @ 700 mA * 300 m 400 m 300 m Use not allowed

1080p AHD 300 m 40 m @ 700 mA * 200 m 300 m 250 m Use not allowed

3 Mpx 200 m 40 m @ 700 mA * 150 m 250 m 200 m Use not allowed

4 Mpx 200 m 40 m @ 700 mA * 150 m 250 m 100 m Use not allowed

5 Mpx 150 m 40 m @ 700 mA * 100 m 200 m 100 m Use not allowed

4K 150 m 40 m @ 700 mA * 100 m 200 m 100 m Use not allowed

Exceeding these distances may progressively degrade the signal quality.
* Limit due to the power supply
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Bullet IP cameras

Bullet IP cameras

46917.005
Pole bracket

46922.014
Bracket with contact box

46922.040
Bracket with contact box

46922.041
Bracket with contact box

4621.028B X X

4621.028DC X X

4621.028GC X X

4621.2812BA X X

4621.2812ESA X X

4621.2812DDT X X

4621.2812DC X X

4621.2812DL X X

4621.2812GC X X

4621.028FC X X

4621.2812FC X X

4621.0722DMA X X

4621.2812GAE X X

4621.2812LPR X X

46212.036F X

46917.005 X X

Dome IP cameras

Dome IP cameras

46917.005
Pole bracket

46922.040
Bracket with contact 

box

46922.041
Bracket with contact 

box

46922.042
Bracket with contact 

box

46922.019
Bracket with contact 

box

4622.028BA X

4622.028DC X

4622.2812DC X

4622.028GC X

4622.2812GC X

4622.028FC X

4622.2812FC X

4622.2812EMS X

4624.028GAE X X

4622.2812FKC X

4622.2812FKA X

4622.2812GAE X

46917.005 X X X X
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Special cameras

Special cameras

46917.005
Pole bracket

46922.040
Bracket with contact 

box

46922.041
Bracket with contact 

box

46922.042
Bracket with contact 

box

46922.019
Bracket with contact 

box

4626.040E X

4624.180F X

46234.010GA X

Bullet AHD cameras

Bullet AHD cameras

46917.004
Pole bracket

46922.015
Bracket with contact box

46922.030
Bracket with contact box

46922.033
Bracket with contact box

4651.036ES X X X

4651.036F X X X

4651.2713BLM X X X

4651.2812ES X X X

4651.2812F X X X

46917.004 X X

Dome AHD camera box compatibility

Dome AHD cameras

46917.004
Pole bracket

46922.030
Bracket with contact 

box

46922.031
Bracket with contact 

box

46922.032
Surface mounting 

bracket

46922.033
Bracket with contact 

box

4652.036ES X X

4652.036F X X

4652.2812ES X X X X

4652.2812F X X X X

46917.004 X X
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Video analysis functions 2
1. 2 . 3 ...... 8 . 9 ...

1. 2 . 3 ...

Area intrusion Enter the area, 
exit the area

Vehicle/person 
count

NVR
46NVR.04PSN / 46NVR.08PSN List 3: List 4: List 5:

46NVR.08PN / 46NVR.16PN 4621.028B
4621.028BA
4621.2812BA
4621.0722DMA
4621.2812DA
4621.2812DDT
4621.2812ESA
46235.015B

4621.2812GAE
4622.028BA
4622.2812FKA
4622.2812GAE
4624.028GAE
46234.010GA
4626.040E

46235.025D
4621.028DC
4621.2812DC
4621.2812DL
4622.028DC
4622.2812DC
4621.2812GC
4621.028GC

4623.003D
4622.028GC
4622.2812GC
4621.028FC
4621.2812FC
4622.2812FC
4622.2812FKC
4624.180F

4621.0722DMA
4621.2812DDT
4621.2812GAE
4622.2812GAE
4624.028GAE
46234.010GA
4623.003D
4626.040E 
4621.2812DL

4621.0722DMA
4621.2812DDT
4621.2812GAE
4622.2812GAE
4624.028GAE

46NVR.64N
46NVR.64

DVR/XVR
46540.H16 No No

No
46XVR.ES04 / 46XVR.ES08

List 3 List 446XVR.FS04 / 46XVR.FS08
46XVR.FS16

Software
CVM-Elvox No No No

CVM CCTV Manager List 3 List 4 List 5

Other
Standalone mode List 3 List 4 List 5

Video analysis functions 1

Abandoned or removed itemVideo anomaly 
(fault or tampering)

Line crossing

NVR Cameras
46NVR.04PSN / 46NVR.08PSN List 1: List 2:

46NVR.08PN / 46NVR.16PN 4621.028B
4621.028BA
4621.2812BA
4621.0722DMA
4621.2812DA
4621.2812DDT
4621.2812ESA
46235.015B

4621.2812GAE
4622.028BA
4622.2812FKA
4622.2812GAE
4624.028GAE
46234.010GA
4626.040E

46235.025D
4621.028DC
4621.2812DC
4621.2812DL
4622.028DC
4622.2812DC
4621.2812GC
4621.028GC

4623.003D
4622.028GC
4622.2812GC
4621.028FC
4621.2812FC
4622.2812FC
4622.2812FKC
4624.180F

4621.028B
4621.028BA
4621.2812BA
4621.2812DA
4621.2812ESA
4621.2812GAE
4622.028BA
46235.015B
4622.2812DC

4622.2812GAE
4624.028GAE
4621.2812LPR
4626.040E
4621.028DC
4621.2812DC
4621.2812DL
4622.028DC
4621.2812GC

4623.003D
4622.028GC
4622.2812GC
4621.028FC
4621.2812FC
4622.2812FC
4622.2812FKC
4624.180F 
4621.028GC

46NVR.64N
46NVR.64
46NVR.32N

DVR/XVR Cameras
46540.H16 No No

46XVR.ES04 / 46XVR.ES08
List 1 List 246XVR.FS04 / 46XVR.FS08

46XVR.FS16

Software Cameras
CVM-Elvox No No

CVM CCTV Manager List 1 List 2

Other Cameras
Standalone mode List 1 List 2

Video analysis functions 3
1

3

2

4

Heat map Metadata Facial detection and recognition Facial recognition 
(with database)

NVR Cameras
46NVR.04PSN / 46NVR.08PSN List 6: List 7: List 8:

No

46NVR.08PN / 46NVR.16PN 4621.2812DDT
4621.2812GAE
4622.2812GAE
4624.028GAE
46234.010GA

4621.2812DDT
4621.2812GAE
4622.2812GAE
4624.028GAE

4621.0722DMA
4621.2812DDT
4621.2812GAE
4622.2812GAE

4624.028GAE
46235.025D 
46235.180PAN46NVR.64

46NVR.64N

List 6: List 7: List 8: List 8:
4621.2812DDT
4621.2812GAE
4622.2812GAE
4624.028GAE
46234.010GA

4621.2812DDT
4621.2812GAE
4622.2812GAE
4624.028GAE

4621.0722DMA
4621.2812DDT
4621.2812GAE
4622.2812GAE

4624.028GAE
46235.025D 
46235.180PAN

4621.0722DMA
4621.2812DDT
4621.2812GAE
4622.2812GAE

4624.028GAE
46235.025D 
46235.180PAN

DVR/XVR Cameras
46540.H16

No No No No
46XVR.ES04 / 46XVR.ES08
46XVR.FS04 / 46XVR.FS08
46XVR.FS16

Software Cameras
CVM-Elvox

No No
No No

CVM CCTV Manager List 8

Other Cameras
Standalone mode List 6 List 7 List 8 46235.025D

Video analysis functions 4

Vagabond Illegal parking Crowd density

NVR Cameras
46NVR.04PSN / 46NVR.08PSN List 10: List 11:

46NVR.08PN / 46NVR.16PN 4621.2812GAE
4622.2812GAE
4624.028GAE

46234.010GA

46NVR.64N
46NVR.64

DVR/XVR Cameras
46540.H16

No No No
46XVR.ES04 / 46XVR.ES08
46XVR.FS04 / 46XVR.FS08
46XVR.FS16

Software Cameras
CVM-Elvox

No No No
CVM CCTV Manager

Other Cameras
Standalone mode List 10 List 10 List 11
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∆ Available while stocks last  New article  Contact the sales network for availability

Wi-Fi special cameras

Micro+
Speaker

Micro+
Speaker

Micro+
Speaker

Code 46303.D 46303.D1 46303.D2

Sensor
1/3" CMOS 
Progressive scan, 4 Mpx

1/3" CMOS 
Progressive scan, 4 Mpx

1/3" CMOS 
Progressive scan, 4 Mpx

Resolution 2560 × 1440 2560 × 1440 2560 × 1440

Video compression H.264 - H.265 H.264 - H.265 H.264 - H.265

Day & night Auto(ICR)/Color/B&W Auto/Colour/B&W Auto(ICR)/Color/B&W

Lens 3,6 mm (95°) 3,6 mm (95°) 3,6 mm (120°)

Main frame rate 25 Fps (2560 × 1440) 25 Fps (2560 × 1440) 25 Fps (2560 × 1440)

Secondary frame rate 25 Fps (640 x 360) 25 Fps (640 x 360) 25 Fps (640 x 360)

Pan/Tilt limit
Pan: 0° ~ 50°
Tilt: 0° ~ -350°

Pan: 0 ~ 355°
Tilt: -30° ~ 77°

Pan: 0 ~ 350°
Tilt: -90° ~ 30°

Wi-Fi
2,4 GHz & 5G 
(IEEE 802.11b/g/n/ax)

2,4 GHz & 5G
(IEEE 802.11b/g/n/ax)

2,4 GHz & 5G
(IEEE 802.11b/g/n/ax)

SD card
Yes, not included
(256 GB max)

Yes, not included
(256 GB max)

Yes, not included
(256 GB max)

In/Out audio 
1 integrated MIC and 
SPEAKER 

1 integrated MIC and 
SPEAKER 

1 integrated MIC and 
SPEAKER 

In/Out alarm No No No

Functions

Movement and acustic
detection, autotracking,
people filter, 6 settable
points and blanking of the
video stream

Movement and acustic 
detection, autotracking, 
people filter, 6 settable 
points and blanking of the 
video stream 

Deterrent function with 
configurable white light 
and siren, movement 
and acoustic detection, 
autotracking, people filter 

IR 10 m 10 m 10 m

IP/IK degree - - IP65

Temperature range 0° C ~ +50° C 0° C ~ +50° C -10° C ~ +50° C

Power supply/
consumptions

5Vdc - 560mA
2,9W

5 Vdc 700mA
3,5W

12 Vdc 500mA
6W

Dimensions in mm Ø × 82 × 106 59 × 63 × 110 148 × 103 × 180

Weight (g) 188 161 530

Notes
Integrated omnidirectional
antenna

Integrated omnidirectional
antenna

Integrated omnidirectional
antenna

* RTSP: function for the connection to By-me Plus home automation system with-
out using NVR or as additional camera for IP video entry systems.

3 m 6 m 10 m 15 m

1/3"

46303.D

3 m

3 m

6 m

6 m

10 m 

10 m 

15 m

15 m

1/3"

1/3"

46303.D1

46303.D2

DORI system parameters

Identification

Recognition

Observation

Detection

Distance from 
camera.
Lens:
3,6 mm

Identification

Identification

Recognition

Recognition

Observation

Observation

Detection

Detection

Distance from 
camera.
Lens:
3,6 mm

Distance from 
camera.
Lens:
3,6 mm

View Camera app available 
on Vimar site or Apple and 
Google Play stores

DVR/XVR characteristics, with alarm input and camera compatibility

DVR/XVR
No. of 

channels
Alarms
in/out

Camera resolution
720p 1080p 3 Mpx 4 Mpx 5 Mpx 8 Mpx

46540.H16 16 4 / 1 Yes Yes No No No No

46XVR.ES04 4 46936.001 Yes Yes No Yes Yes Yes

46XVR.ES08 8 46936.001 Yes Yes No Yes Yes Yes

46XVR.FS04 4 46936.001 No Yes Yes Yes Yes Yes

46XVR.FS08 8 46936.001 No Yes Yes Yes Yes Yes

46XVR.FS16 16 46936.001 No Yes Yes Yes Yes Yes

NVR characteristics, with alarm input and camera compatibility

NVR
No. of 

channels
Alarms
in/out

No. of PoE Video analysis Fisheye

Camera sensor
(resolution)

up to 6 Mpx up to 8 Mpx

46NVR.04PSN 4 46936.001 4 Yes No Yes No

46NVR.08PN 8 46936.001 8 Yes No Yes Yes

46NVR.08PSN 8 46936.001 8 Yes No Yes No

46NVR.16PN 16 46936.001 16 Yes No Yes Yes

46NVR.16N 16 46936.001 16 YES No Yes Yes

46NVR.32N 32 46936.001 32 YES No Yes Yes

46NVR.64 / 46NVR.64N 64 8 / 4 - Yes Yes Yes Yes

IP camera characteristics, with alarm input
Bullet (varifocal) Dome (varifocal)

Cameras
Sensor

(resolution)
Lens

Alarms
in/out

Cameras
Sensor

(resolution)
Lens

Alarms
in/out

4621.0722DMA
4 Mpx

(2592 x 1520)
7 – 22 mm
(motorised)

1 / 1 4622.2812GAE
6 Mpx

(3296 x 1856)
2.8 – 12 mm
(motorised)

1 / 1

4621.2812DA
4 Mpx

(2560 × 1440)
2.8 – 12 mm 1 / 1 4624.028GAE

6 Mpx
(3296 x 1856)

2.8 mm 1 / 1

4621.2812DDT
4 Mpx

(2592 x 1520)
2.8 – 12 mm
(motorised)

1 / 1 4622.2812FKA 
8 Mpx

(3840 × 2160)
2.8 – 12 mm
(motorised)

1 / 1

4621.2812GAE
6 Mpx

(3296 x 1856)
2.8 – 12 mm
(motorised)

1 / 1 4626.040E
8 Mpx

(2592 x 1944)
3.2 mm

(motorised)
1 / 1

Panoramic PTZ

Cameras
Sensor

(resolution)
Lens

Alarms
in/out

Cameras
Sensor

(resolution)
Lens

Alarms
in/out

4624.180F
2 x 4 Mpx

(4640 × 1760)
2 x 3 mm 1 / 1 46235.025D

4 Mpx
(2560 x 1440)

4.8 – 120 
mm

(motorised)
1 / 1

4623.003D
4 Mpx

(2688 x 1520)

3.18 – 7.42 
mm

(motorised)
1 / 1

Fisheye

Cameras
Sensor

(resolution)
Lens

Alarms
in/out

46234.010GA

6 Mpx
(3296 x 1856) 
(2160 × 2160 
panoramic)

1.65 mm 1 / 1



   112    113

SECURITY SECURITY
: Wi-Fi special cameras : Wi-Fi special cameras

∆ Available while stocks last  New article Contact the sales network for availability

Wi-Fi special cameras

  
Micro+

Speaker
Battery-
powered

Magnetic 
bracket

Micro+
Speaker

Code 46314.C 46301.D

Sensor
1/2.9" CMOS 
Progressive scan, 3 Mpx

1/3" CMOS 
Progressive scan, 4 Mpx

Resolution 2304 x 1296 2560 × 1440

Video compression H.265 H.264 - H.265

Day & night Auto/Colour/B&W Auto/Colour/B&W

Lens 3.6 mm (100°) 3.6 mm (95°)

Main frame rate 25 Fps (2304 x 1296) 25 Fps (2560 × 1440)

Secondary frame rate 25 Fps (640 x 360) 25 Fps (640 x 360)

Wi-Fi
2,4 GHz 
(IEEE 802.11b/g/n/ax)

2.4 GHz & 5 GHz
(IEEE 802.11b/g/n/ax)

SD card
Yes, not included
(256 GB max)

Yes, not included
(256 GB max)

In/Out audio 1 integrated MIC and SPEAKER 1 integrated MIC and SPEAKER 

In/Out alarm No No

Functions
Human body detection, color vision
at night with configurable white light
illuminator and siren

Deterrent function with configurable white 
light and siren, movement and acustic 
detection, people filter and blanking of 
the video stream 

IR 10 m 10 m

IP/IK degree IP65 IP65

Temperature range -10° C ~ +50° C -10° C ~ +50° C

Power supply/
consumptions

5 Vdc - 600mA - 3W 12 Vdc 390mA - 4,7W

Dimensions in mm 52 x 62 x 98 133 x 64 x 62

Weight (g) 265 170

Notes Integrated omnidirectional antenna Integrated omnidirectional antenna

View Camera app available 
on Vimar site or Apple and 
Google Play stores

3 m

3 m

6 m

6 m

10 m 

10 m 

15 m

15 m

1/2.9"

1/3"

46314.C

46301.D

DORI system parameters

Identification

Identification

Recognition

Recognition

Observation

Observation

Detection

Detection

Distance from 
camera.
Lens:
3.6 mm

Distance from 
camera.
Lens:
3,6 mm

Wi-Fi special cameras

Micro+
Speaker   

Battery-
powered

Micro+
Speaker   

Battery-
powered

Code 46313.C 46413.C

Sensor
1/2.9" CMOS 
Progressive scan, 3 Mpx

1/2.8" CMOS 
Progressive scan, 3 Mpx

Resolution 2304 x 1296 2304 x 1296

Video compression H.265 H.265

Day & night Auto/Colour/B&W Auto/Colour/B&W

Lens 3,6 mm 100° 3 mm (120°)

Main frame rate 25 Fps (2304 x 1296) 25 Fps (2304 x 1296)

Secondary frame rate 25 Fps (640 x 360) 25 Fps (640 x 360)

Wi-Fi
2,4 GHz 
(IEEE 802.11b/g/n/ax)

4G LTE

SD card
Yes, not included
(256 GB max)

Yes, not included
(256 GB max)

In/Out audio 1 integrated MIC and SPEAKER 1 integrated MIC and SPEAKER 

In/Out alarm No No

Functions
Human body detection, color vision
at night with configurable white light
illuminator and siren

Human body detection, color vision 
at night with configurable white light 
illuminator and siren 

IR 10 m 10 m

IP/IK degree IP65 IP65

Temperature range -10° C ~ +50° C -10° C ~ +50° C

Power supply/
consumptions

5 Vdc - 800mA
4W

5 Vdc - 900 mA
4,5 W

Dimensions in mm 158 x 103 x 200 158 x 103 x 200

Weight (g) 730 730

Notes Integrated omnidirectional antenna Integrated omnidirectional antenna

View Camera app available 
on Vimar site or Apple and 
Google Play stores

3 m 6 m 10 m 15 m

1/2.9"

46313.C

3 m 6 m 10 m 15 m

1/2,8"

46413.C

DORI system parameters

Identification

Recognition

Observation

Detection

Identification

Recognition

Observation

Detection

Distance from 
camera.
Lens:
3 mm

Distance from 
camera.
Lens:
3.6 mm
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Wi-Fi special cameras

Micro+
Speaker

Code ∆ 46237.028B

Sensor
1/2.9" CMOS 
Progressive scan, 3 Mpx

Resolution 2304 x 1296

Video compression H.264 - H.265

Day & night Auto/Colour/B&W

Lens 2,8 mm 101°

Main frame rate 25 Fps (2304 x 1296)

Secondary frame rate 25 Fps (640 x 360)

Wi-Fi
2,4 GHz 
(IEEE 802.11b/g/n)

SD card
Yes, not included
(128 GB max)

In/Out audio 1 integrated MIC and SPEAKER 

In/Out alarm No

Functions
Deterrent function, movement and 
acoustic detection, colour night vision 
and blanking of the video stream

IR 10 m

IP/IK degree IP65

Temperature range -10° C ~ +50° C

Power supply/
consumptions

12 Vdc - 1 A,
4.5 W

Dimensions in mm 141 x 64 x 62

Weight (g) 235

Notes Integrated omnidirectional antenna

3 m 6 m 10 m 15 m

1/2.9"

46237.028B

DORI system parameters

Identification

Recognition

Observation

Detection

Wi-Fi special cameras

Micro+
Speaker

Code ∆ 46239.036C ∆ 46239.040A

Sensor
1/2.8" CMOS 
Progressive scan, 3 Mpx

1/2.8" CMOS 
Progressive scan, 3 Mpx

Resolution 2304 x 1296 2304 × 1296

Video compression H.264 - H.265 H.264 - H.265

Day & night Auto/Colour/B&W Auto/Colour/B&W

Lens 3.6 mm (110°) 3.6 mm (100°)

Main frame rate 25 Fps (2304 x 1296) 25 Fps (2304 x 1296)

Secondary frame rate 25 Fps (640 x 360) 25 Fps (640 x 360)

Pan/Tilt limit
Pan: 0 ~ 355°
Tilt: -30° ~ 77°

Pan: 0 ~ 355°
Tilt: -10° ~ 75°

Wi-Fi
2,4 GHz & 5G
(IEEE 802.11b/g/n/ac)

2,4 GHz 
(IEEE 802.11b/g/n)

SD card
Yes, not included
(128 GB max)

Yes, not included
(128 GB max)

In/Out audio 1 integrated MIC and SPEAKER 1 integrated MIC and SPEAKER 

In/Out alarm No No

Functions
Movement and acoustic detection and 
blanking of the video stream

Movement and acoustic
detection and blanking of
the video stream

IR 10 m 10 m

IP/IK degree - -

Temperature range 0° C ~ +50° C 0° C ~ +55° C

Power supply/
consumptions

5 Vdc - 1 A,
3,5W

5 Vdc 820 mA,
4.1 W

Dimensions in mm 59 x 63 x 110 ø 87 x 123

Weight (g) 161 185

Notes Integrated omnidirectional antenna Integrated omnidirectional antenna

4 m

4 m

8 m

8 m

16 m 

16 m 

20 m

20 m

1/2.8"

1/2.8"

46239.036C

46239.040A

DORI system parameters

Identification

Identification

Recognition

Recognition

Observation

Observation

Detection

Detection

Distance from 
camera.
Lens:
3.6 mm

Distance from 
camera.
Lens:
3.6 mm

View Product app available 
on Vimar site or Apple and 
Google Play stores

View Product app available 
on Vimar site or Apple and 
Google Play stores
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Wi-Fi special cameras

Code ∆ 46241.030B

Sensor
1/2.9" CMOS 
Progressive scan, 2 Mpx

Resolution 1920 × 1080

Video compression H.264 - H.265

Day & night Auto(ICR)/Color/B&W

Lens 3 mm (102°)

Main frame rate 25 Fps (1920 x 1080)

Secondary frame rate 25 Fps (640 x 360)

Pan/Tilt limit
Pan: 0 ~ 350°
Tilt: -90° ~ -30°

Wi-Fi
2,4 GHz 
(IEEE 802.11b/g/n)

SD card
Yes, not included
(128 GB max)

In/Out audio 1 integrated MIC and SPEAKER 

In/Out alarm No

Functions
Deterrent function, movement and acoustic detection 
and colour night vision

IR 10 m

IP/IK degree IP65

Temperature range -10° C ~ +50° C

Power supply/
consumptions

12 Vdc  1 A,
4,7 W

Dimensions in mm 148 × 103 × 108

Weight (g) 530

Notes
Integrated omnidirectional
antenna

* RTSP: function for the connection to By-me Plus home automation system with-
out using NVR or as additional camera for IP video entry systems.

3 m 6 m 10 m 15 m

1/2.9"

46241.030B

DORI system parameters

Identification

Recognition

Observation

Detection

Distance from 
camera.
Lens:
3 mm

View Product app available 
on Vimar site or Apple and 
Google Play stores

Vimar reserves the right to change the characteristics of products illustrated, at any time and without prior notice. 
Due to the graphic layout, the photos and drawings of the products are not represented with equivalent proportions.

All the images are purely for illustration purposes.
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