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By-alarm IR motion tent detector

By-alarm curtain-effect detector to protect entrances and openings such as

doors, windows, covered terraces, corridors and French doors, short-range

curtain-effect detection with adjusTable lens up to 2 m or 5 m, PET immune,

anti-masking function, 1 NO or NC 28V DC 0.1A relay output, surface

mounting, 9.5- 18V DC 20 mA power supply

产品状态

3 - Active

最小订单数量

1 NR

单, 说明书, 文档

Installer manual (4840 kb)

技术数据
Class group: Alarm installations, emergency call and signalling

Class: Movement detector for danger detection system

Type of messaging: Passive infrared

Mounting method: Surface mounting

Characteristic: Curtain

Cover monitoring: Yes

Radio system: Yes

证书
00. CE Marking - EU

43. UKCA mark - Great Britain

99. WEEE Directive (download)

https://www.vimar.com/zh/cn/catalog/product/index/code/01740
/irj/go/km/docs/z_catalogo/DOCUMENT/ZIS_49401630A0_MI.93036.pdf
/irj/go/km/docs/z_catalogo/CERTIFICATE/WEEE6lang.77938.instructions.pdf


包装

代码 8007352667280
数量 1 NR
尺寸 20.5x8.5x6 [cm]
重量 293.47 [g]

代码 8007352672369
数量 37 NR
尺寸 51x34x26.5 [cm]
重量 9,357 [g]

代码 8007352671553
数量 48 NR
尺寸 51x35x35 [cm]
重量 11,568 [g]

合法
Vimar保留随时修改所示产品的特性的权利，恕不另行通知。安装必须由符合资质的人员执行，严格遵守所在国家现行的电气材料安装相关规定。有关产品卡信息的使用条件，请参阅 使用条件。
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