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Shared components: LED RGB driver 230V 50Hz 12-24Vdc

01876
Wiring devices / Traditional wiring devices / Shared components /
Accessories

LED RGB driver 230V 50Hz 12-24Vdc
Multivoltage driver 230 V~ 50 Hz for RGB LED modules 12/24 Vdc, dimmable
with RGB and FADING-SHOW dimmers 1 ; l""””""
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. Multilanguage instructions sheet (1251 kb)
. Installation diagrams (2458 kb)

« New universal dimmers
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https://www.vimar.com/zh/cn/catalog/product/index/code/01876
/irj/go/km/docs/z_catalogo/DOCUMENT/ZIS_49400523A0_FI.86266.pdf
/irj/go/km/docs/z_catalogo/DOCUMENT/ZIS_Installationtypes_SI230V.80719.pdf
/irj/go/km/docs/z_catalogo/VIDEO/InstallazionenuovidimmerEn-1.37710.mp4
/irj/go/km/docs/z_catalogo/2DIMAGESIZE_PNG8/DI_01876.76854.PNG
/irj/go/km/docs/z_catalogo/2DIMAGEREAR_PNG8/VP_01876.67711.png
/irj/go/km/docs/z_catalogo/3DIMAGE_PNG8/EA_01876.64329.png

Class group: Light control ., Suitable for DC-voltage (primary side): No

. Class: LED driver . Output power: 24,00 - 24,01 W

., Suitable for outdoor use: No . Degree of protection (IP): IP20

. Housing: Plastic housing . Protection class: ||

R Suitable for constant current: No R Length: 36,60 mm

., Suitable for constant voltage: Yes . Width: 218,00 mm

. Output voltage: 12 -24V . Height: 60,50 mm

, output current: 0 - 1.700 mA , Diameter: 0 mm

. 00. CE Marking - EU . 96. Electrotechnical expert (download)
o 37 Marking - Morocco o 09. WEEE Directive (download)

» 43. UKCA mark - Great Britain
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26.9x11.6x4.9 [cm]
321.1 [g]
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/irj/go/km/docs/z_catalogo/CERTIFICATE/Espertoelettrotecnico.78035.pdf
/irj/go/km/docs/z_catalogo/CERTIFICATE/WEEE6lang.77938.instructions.pdf
/zh/cn/%E4%BD%BF%E7%94%A8%E6%9D%A1%E4%BB%B6-12215122.html

