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LINEA Classica: 1P 10AX 2-way switch
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1P 10AX 2-way switch
1P 10 AX 250 V~ 2-way switch. Max 100 W for self-ballasted lamps (IEC
60669-1:2017)

3 - Active

50 NR

Class group: Domestic switching devices

Class: Installation switch

Wiring system: Two-way switch

Method of operation: Rocker/button

Assembly arrangement: Modular device for domestic switching devices
Push button switch: Yes

Material: Plastic

Material quality: Thermoplastic

Halogen free: Yes

Surface protection: Untreated

Surface finishing: Matt

Colour: Beige

RAL-number (similar): 9001
Label space/information surface: Yes
Nominal voltage: 250 V
Rated current: 10,00 A
Feedback-signal contact: No
Washing machine switch: No
Device width: 22,00 mm
Device height: 36,00 mm
Device depth: 35,50 mm
Built-in depth: 23,50 mm

. 00. CE Marking - EU . 37. Marking - Morocco

. 01.1MQ - Italy (download) o 43. UKCA mark - Great Britain

. 10. EAC Eurasian Customs Union . 26. Electrotechnical expert (download)
o 14.TSE- Turkey (download) o J9. WEEE Directive (download)

19. NOM - Mexico


https://www.vimar.com/zh/cn/catalog/product/index/code/10004
/irj/go/km/docs/z_catalogo/CERTIFICATE/IMQlinea10A.40174.pdf
/irj/go/km/docs/z_catalogo/CERTIFICATE/TSE-switches.105764.pdf
/irj/go/km/docs/z_catalogo/CERTIFICATE/Espertoelettrotecnico.78035.pdf
/irj/go/km/docs/z_catalogo/CERTIFICATE/WEEE6lang.77938.instructions.pdf
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1T NR 50 NR 500 NR
4.1x2.8x5.3 [cm] 21.4x11.6x14.2 [cm] 57.5x22.5x30 [cm]
244 [g] 1,301.6 [g] 13,536.67 [g]
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