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LINEA Classica: 2P+E 16A P30 outlet+1M box 3M

10765
Wiring devices / Traditional wiring devices / LINEA Classica / Devices

2P+E 16A P30 outlet+1M box 3M
2P+E 16 A 250 V~ SICURY socket outlet, Italian standard P30 (lateral and
central earth contacts) + 1-gang - provided with resin self-bearing cover

plate, ivory, for 3-module flush mounting boxes and screw covering strips ® .)
10798.01 L}

3 - Active

10 NR

Class group: Domestic switching devices Mounting method: Flush-mounted
Class: Socket outlet Material: Plastic

Number of units: 3 Material quality: Thermoplastic
Number of modules (module system): 3
With hinged lid: No

Label space/information surface: Yes

Halogen free: Yes
Surface protection: Untreated
Surface finishing: Matt

. Colour: White . With loop through function: No
. RAL-number (similar): 9001 . Rotated central insert: No
. Metallic colour: No . Nominal current: 16 A

Transparent: No Nominal voltage: 250 V

Eject-mechanism: No Device height: 76,00 mm

Insulated mounting: No

00. CE Marking - EU . 37. Marking - Morocco
10. EAC Eurasian Customs Union . 99. WEEE Directive (download)


https://www.vimar.com/zh/cn/catalog/product/index/code/10765
https://www.vimar.com/irj/go/km/docs/z_catalogo/CERTIFICATE/WEEE6lang.77938.instructions.pdf

B73%52 B6AT B7352 BEAT
8007352064706 8007352064737
1T NR 10 NR
12x7.6x3.5 [cm] 25x18.9x8.4 [cm]
67.07 [g] 777.53 [g]
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