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PLANA: 3-sound-sequence chime 12V Silver
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Wiring devices / Traditional wiring devices / PLANA / Devices

3-sound-sequence chime 12V Silver

3-sound-sequence electronic chime (three-tone, two-tone, buzzer),
adjustable volume, supply voltage 12 V~ 50-60 Hz or 12 Vdc (SELV), Silver - 2
modules
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. Sound-sequence (412 kb)
» Multilanguage instructions sheet (584 kb)

=1=] =

48
:[

=g —d



https://www.vimar.com/zh/cn/catalog/product/index/code/14380.SL
/irj/go/km/docs/z_catalogo/DOCUMENT/Sound.94975.zip
/irj/go/km/docs/z_catalogo/DOCUMENT/ZIS_49400384A0_FI.100554.pdf
/irj/go/km/docs/z_catalogo/2DIMAGESIZE_PNG8/DI_14380.71753.png
/irj/go/km/docs/z_catalogo/2DIMAGEREAR_PNG8/VP_14380.68510.png
/irj/go/km/docs/z_catalogo/3DIMAGE_PNG8/EA_14380.65180.png

. Class: Bell

. Housing colour: Grey

. Housing material: Plastic

, Loudness: 70 dB

. Nominal voltage: 12,00 - 12,01V

. 00. CE Marking - EU
. 37. Marking - Morocco
o 43. UKCA mark - Great Britain

Class group: Optical and acoustic signalling equipment

BB7352 319677 @ BBT7T3IS2 3196E8A4
8007352319677 8007352319684
1T NR 5NR
6x5.4x5.3 [cm] 17.2x13.1x6 [cm]
82.9 [g] 476.93 [g]

Vimar

. Degree of protection (IP): IP40

. Type of current: AC/DC

. Built-in battery: No

. Mounting method: Flush-mounted

, Width in number of modular spacings: 2
. Wireless: No

. 96. Electrotechnical expert (download)
o 09. WEEE Directive (download)
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