14 VIMAR

energia positiva

Video: Pixel Up entr.panel 4x4reader stain.st.

40414

ELVOX Door entry system / IP video door entry system / Video / IP video
outdoor stations

Pixel Up entr.panel 4x4reader stain.st.

Colour audio video IP entrance panel with keypad, display and electronic
contacts list, with 40 x 40 mm hole for access reader, complete with metal
flush mounting box, stainless steel

3 - Active

1 NR

. Multilanguage installer manual (7592 kb)
. Multilanguage User Manual (9375 kb)

Y

(e

o 7/

1595 &/

(57 &7/

NS

3D


https://www.vimar.com/zh/cn/catalog/product/index/code/40414
/irj/go/km/docs/z_catalogo/DOCUMENT/49401395A0_02.99281.pdf
/irj/go/km/docs/z_catalogo/DOCUMENT/49401396A0_01_40414.95724.pdf
/irj/go/km/docs/z_catalogo/2DIMAGESIZE_PNG8/DI_40414.88284.PNG
/irj/go/km/docs/z_catalogo/2DIMAGEREAR_PNG8/VP_40414.88274.PNG
/irj/go/km/docs/z_catalogo/3DIMAGE_PNG8/EA_40414.88264.PNG

. Class group: Communication technique . With info sign: Yes

. Class: Door station door communication . With cover: No

. Installation technique: Bus system . Vandal proof: No
. Mounting method: Flush-mounted . With camera: No
. Modular construction: No ., Colour: Silver

. 00. CE Marking - EU o 92. RoHS UAE

. 37. Marking - Morocco . 99. WEEE Directive (download)

o 43. UKCA mark - Great Britain

G B13406 3IBD9280

8013406309280

1 NR
15.5x46.5x8.5 [cm]
3,478.6 [g]
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/irj/go/km/docs/z_catalogo/CERTIFICATE/WEEE6lang.77938.instructions.pdf
/zh/cn/%E4%BD%BF%E7%94%A8%E6%9D%A1%E4%BB%B6-12215122.html

