w4 VIMAR

energia positiva

Audio: Heavy audio front mod.2B IK10 IP54

41212

ELVOX Door entry system / Video entry outdoor stations / Audio / Front
covers

Heavy audio front mod.2B IK10 IP54

Audio front module with 2 call buttons and teleloop facility for hearing aids,
Pixel Heavy, for 41001 audio and 41002 audio IN video electronic units, sable
grey. IP54 protection degree for athmosferic agents and IK10 against shiiaisaas
impacts

3 - Active

1 NR

r 1]

. Multilanguage installer manual (5769 kb)
. Label printer module for entrance panels (2191 kb)
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https://www.vimar.com/zh/cn/catalog/product/index/code/41212
/irj/go/km/docs/z_catalogo/DOCUMENT/49400812A0_R00.54529.pdf
/irj/go/km/docs/z_catalogo/DOCUMENT/Modulo_stampa_etichette_R07.91583.pdf
/irj/go/km/docs/z_catalogo/2DIMAGESIZE_PNG8/DI_41212.73800.png
/irj/go/km/docs/z_catalogo/2DIMAGEREAR_PNG8/VP_41212.70568.png
/irj/go/km/docs/z_catalogo/3DIMAGE_PNG8/EA_41212.67320.png

. Class group: Communication technique , Colour: Grey

. Class: Mounting element for indoor station door communication . Height: 114,50 mm
R Material: Aluminium R Depth: 15,90 mm
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TNR 5NR
12x9.1x1.9 [cm] 13.3x10.2x10 [cm]
260.6 [g] 1,350.8 [g]
Vimar

Page 2 Vimar SpA - Viale Vicenza, 14 - 36063 Marostica VI - Italy - www.vimar.com 10/04/2024


/zh/cn/%E4%BD%BF%E7%94%A8%E6%9D%A1%E4%BB%B6-12215122.html

